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ABSTRACT

The objective of this research is to develop a mathematical model and control

algorithm for the maintenance of the environmental system within the Controlled

Environment Research Chamber (CERC) located at the National Aeronautics and

Space Administration (NASA) Ames Research Center, Moffet Field, CA. The

hypobaric research chamber is currently undergoing renovation as part of the

Human Exploration Development Project (HEDP), an effort on behalf of NASA

for advanced life support research. A broad overview of the chamber is provided

which includes a physical description, preliminary system hardware and associated

performance, and potential experimental uses. A mathematical model of the

chamber air mass has been developed based on key energy and mass balances.

Two methods of adaptive control have been implemented for the coupled control

of temperature, oxygen concentration, pressure and humidity within the closed

environment. Simulations testing algorithm performance have been conducted,

including a step and modified ramp response. The results of the simulations

indicate the adaptive methods performed well for the model presented. Further

research is required in refining the chamber model for algorithm optimization and L

validation including the integration of selected hardware dynamics. ..........
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I. INTRODUCTION

A. HUMAN EXPLORATION DEMONSTRATION PROJECT

The exploration of new frontiers has always been a driving force in human

evolution. A return to the lunar landscape and on to the planet Mars appears

to be the next logical step beyond the establishment of the Space Station

Freedom. The National Aeronautics and Space Administration (NASA) Ames

Research Center. in support of the Space Exploration Initiative (SEI). has

undertaken an internal, multi-division project referred to as the Human

Exploration Demonstration Project (HEDP). This project has been portrayed

as an avenue to address the advanced technology requirements necessary to

establish an efficient, integrated human living environment on either a lunar or

Martian planetary surface. Specifically, this high-tech environment will be

capable of providing all the necessary life support functions in an efficient closed

loop system. Included within the environment will be the extensive utilization

of state of the art automation for both physiological and psychological

monitoring, data acquisition, and overall habitat regulating systems. HEDP will

provide a "test bed" for the research and development of these critical

technologies.



Four basic goals have been identified for the Human Exploration

Demonstration Project: [Ref. I. p. 2].

* Provide a simulator for the demonstration and evalution of selected
technologies in an integrated setting.

"* Create a realistic environment for introduction of new technolovy.

"* Enhance the technology development and evaluation process through
synergistic cooperation of multiple Ames divisions.

"* Identify promising technology concepts to programmatic Centers for new

and existing NASA projects.

The spectrum and variety of potential experiments separates the HEDP

project from similar individual development and demonstration efforts. Although

the central theme will concentrate on manned space exploration and the

technologies involved in closed habitats, the opportunities to develop systems

encompassing the full space mission spectrum are numerous. The Human

Exploration Demonstration Project, in an effort to meet all of the aforementioned

requirements, will be comprised of four major facilities and/or dedicated systems.

These sytems are the Controlled Environment Research Chamber (CERC). a

lunar landscape physical simulation, robotic platforms and devices, and a human

powered centrifuge. The majority of these facilities will be contained within

existing buildings and/or entities currently available within the confines of the

NASA Ames Research Center Complex, Moffet Field, CA.



B. CONTROLLED ENVIRONMENT RESEARCH CHAMBER

A critical component in the overall HEDP project is the Controlled

Environment Research Chamber. Designed as a hypobaric facility for use in

high altitude, human-based research in partial support of the NASA's drive to the

moon, it apparently went into a state of disuse in 1975-76 [Ref. 1. p 5]. The

existing facility is currently housed in Building N-239A. It consists of a main

chamber vessel and an accompanying airlock (Figure 1. 1). The primary chamber
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Figure 1.1 Controlled Environment Research Chamber
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facility is a vertically oriented cylinder with an approximate diameter of 16 feet.

The main body extends two levels in building N-239A and has an internal floor

plan which consists of two separate deck spaces. The internal floorspace

encompasses about 165 square feet. Movement between the levels is

accomplished via a wall mounted ladder which extends to the second floor. The

airlock was designed to provide a buffer for entrance into the main chamber.

The airlock is a horizontal cylinder that is approximately 8 feet in diameter and

provides air tight entries from both tne outside into the airlock and from the

airlock into the main chamber.

The habitat simuladon will be housed within the Controlled Environment

Research Chamber. The internal environment will provide a test bed for the

evaluation of the various subsytems to sustain life support, verify algorithms and

methods for the monitoring of crew health, and for the design of elements for the

maintenance of personal hygeine. A typical lunar and/or Mars based habitat

must be capable of providing certain minimum functions. Those functions

include: [Ref. I p. 51.

"• Temperature and humidity control

"* Atmospheric monitoring and compositon control

"* Air revitlization

"* Water reclamation
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* Solid Waste Management

The HEDP program definition currently only addresses the first three of the

aforementioned functions. The temperature and humidity control susbsvtem will

basically function by either heating or cooling the constant ventilation flow

through the chamber via a counter flow condensing heat exhanger. The humidity

of the air will be controlled utilizing the same apparatus. The compostion of the

air will be monitored and the oxygen-nitrogen levels of the environment will be

tracked. Makeup of flows of oxygen and nitrogen will be provided via a supply

of cryogenic gases. A system to regulate the removal and control of trace

contaminants, including carbon dioxide, is also planned.

The inherent costs involved in the transport of materials into space demands

design and implementation of these functions in the most proficient means

achieveable. The testing and evaluation of the current life support technologies

is best suited to a controlled environment that closely emulates the conditions

under which the system would operate. The perilous environment found on both

the lunar surface and the Martian landscape dictate tight, autonomous control of

the habitat atmosphere system. The Controlled Environent Research Chamber

will provide the avenue under which these functions and control algorithms may

be demonstrated and operated.

5



C. FUTURE EXPERIMENTS

Future experiments for the Controlled Environment Research Chambe;

consist of four basic categories. The categories are:

"* Loop closure maximization

"* System integration issues

"* Impact of spacecraft/habitat design issues on life support systems

"* Bioregenerative or hybrid life support systems

Loop closure maximization will concentrate on the study of new and innovative

life support process techologies involving air, water and waste reclamation and

mnanagement. Experiments involving systems analysis and integration will

revolve around the development and evaluation of sensors and control hardware.

the variation in metabolic loads on life support overall system performance and

integration, and on the long term logistic and reliability requirements of a closed

life support system.

The study of the variation in environmental parameters on the life support

system, to include the effects of pressure, composition, and humidity will

emphasize another category of experiments. In addition, the monitoring of trace

contaminants and quality of recycled water may be accomplished in this

controlled environment. Finally, an examination of bioregenerative systems.

which include the use of plants, may be accomplished. This will provide an

6



avenue for studies in plant growth optimization and determination of the life

support system functions that may be supported by bioregenerative components.

D. PROBLEM STATEMENT

The goal of this thesis is to develop a mathematical model and control

algorithm for the integrated control of the temperature, humidity, pressure. and

composition of the habitat enclosed within the Controlled Environment Research

Chamber. The model will include a basic review of hardware and sensors that

have already been targeted for use in the chamber overhaul. A review of the

expected oxygen and nitrogen consumption/makeup requirements in addition to

an estimate of both the sensible and latent heat loads will be accomplished and

a preliminary design to meet these requirements will be proposed. Concurrently.

the aspects of oxygen deprivation and/or the bends phenomenon will be

researched to ensure the control system is capable of safely supporting human

inhabitants. Two different modem control methodologies will be examined to

include an adaptive scheme of parameter estimation and control gain calculation

and one which includes the use of an online parameter estimator coupled with a

linear quadratic regulator control algorithm.

The system must be capable of providing a suitable environment through a

varied set of operational conditions. In addition. the accuracy of control must

7



be maximized to the largest extent possible to fully utilize the chamber for a wide

tightness of control requirements. A summary is provided in Table I.

Table I - CERC Operating Regime and Control Requirements

Parameter Nominal Absolute Nominal Value Control
Operating Min/Max Accuracy

Range Values Required

Pressure 34.464 - 34/102 kPa Depends on +/- 1% of

101.325 kPa Experimental Nominal
Requirements Pressure

Temperature 18.33-26.67 °C 15.55/29.44 °C 21.1 °C Depends on
Experimental
Requirements

Mass Fraction 0.64903- 0.649-0.232 Depends on +/- 2% of
02 0.2321 Operational Nominal

(Dry Air) Pressure Pressure

Absolute 0.0079504 - 25/70% Nominally Depends on
Humidity 0.0232739 Relative Controlled 0 Experimental

kg H.O/kg dry air Humidity 50% RH Requirements

8



Critical to the overall control scheme is maintenance of the partial pressure

of 02 when transitioning between experimental set points. Accuracy of control

of the temperature and humidity will be nominally set at + " and _+ 5% of

absolute humidity, respectively.

The response of the control system will then be analyzed with various

distrubances and metabolic loads. The feasiblity of an adaptive control algorithm

will then be reviewed for utilization in the future chamber design implementation.

9



II. BACKGROUND

The following sections detail two major subject areas requiring discussion

with regards to the control of the environmental conditions within the Controlled

Environment Research Chamber. Those areas include a brief synopsis on

humidity and some insight into the impact of working in a reduced pressure

environment.

A. PSYCHROMETRICS

Psychrometrics is the study of the impact of moisture on the properties of

air. The simplest manner to obtain an inference into the moisture content of air

is through an application of Dalton's law of partial pressures. This law simply

states that in any nonreacting mixture of gases and vapors, each gaseous or vapor

component exerts an individual partial pressure that is equal to the pressure that

the gas would exert if it occupied the space alone, and that the total pressure is

the sum of the mixture exerted by the individual gases or vapors [Ref 2. p. 21].

Hence, the total measured barometric pressure has a component representing the

water vapor and is the basis for the definition of humidity.
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It is important to recognize that the water vapor in air is actually steam at

low pressure. The maximum amount of vapor that can be mixed with any given

volume of dry air depends only on the temperature of the air. Since the amount

of water vapor in the air determines the partial pressure exerted by the water

vapor, it is evident that the air will contain the maximum amount of water vapor

when the water vapor in the air exerts the maximum possible pressure. The

maximum pressure that can be exerted by any vapor is known as the saturation

pressure. The saturation pressure of water vapor at any given temperature may

be determined utilizing the following relationship: [Ref 3, p. 59]

logp =28.5901-8.2log(T+273) +0.00248(T+273)- 3142 (2.1)

(T+273)

where T is the saturation temperature in 'C and p is saturation pressure in bars.

The temperature corresponding to saturation is commonly referred to as the

dew point temperature. The presence of 'dew' in the morning is an indication

that the temperature dropped below the dew point temperature.

The water vapor content in the air is called humidity. The terms absolute

and relative humidities are conventionally utilized to define the moisture state of

the air. Relative humidity (0) is the ratio of the mole fraction (or partial

pressure) of water in moist air to the mole fraction (or partial pressure) of water

11



in saturated air at the same temperature and pressure. Relative humidity (RH)

can be expressed functionally as

=-- (2.2)
P,

where p, is the measured partial pressure of the water in the air

p, is the saturation partial pressure of the water in the air

Absolute humidity, on the other hand. is defined at the actual density of

water vapor in air. For many applications, it simplifies the analysis to define

absolute humidity using a term known as the humidity ratio, w. This is simply

the ratio of the mass of water to the mass of dry air. The humidity ratio at

saturation may by calculated via the following relationship [Ref. 3, p. 20).

w =.- M PS (2.3)
M", Pa-PS

where M, is the molecular weight of H20 (kg/kg-mole)

Ma is the molecular weight of dry air (kg/kg-mole)

p, is the partial pressure of H.0 in air (kPa)

Pa is the total atmospheric pressure of air (kPa)

Henceforth, any reference to absolute humidity will be actually a reference to the

humidity ratio.

12



The methods of humidity control vary. The most common method of

dehumidification is the utilization of an open coil condensing heat exchanger.

Moist air is made to come in contact with a cooling coil, which is held at a

temperature below the dew point of the air. The moist air is cooled and becomes

saturated. The amount of moisture removed via condensation is a function of the

mean coil temperature and the air dew point temperature. The difficulty

encountered in dehumidification lies in the coupling of humidity and temperature.

This is because a very small change in temperature can cause a very large change

in humidity. The easiest manner in which to conceptualize the dehumidification

Oli.nZ 0.03

4' o
Dehumn•diL.yin/ '

Q' /0 0.02
lgumid ying .L
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Figure 2.1 Psychrometric chart [Ref. 2, p. 3 0]
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process is to follow it on the psychrometric chart as depicted in Figure 2. 1. All

processes on the chart are at constant pressure. Starting at a point on the

saturation (100% RH) curve, relative humidity varies from left to right. An

increase in the sensible heat load is equivalent to a horizontal line in the same

direction. It can be seen that starting from a point on the saturation curve.

raising the temperature results in lower humidity. Moreover, it can be seen that

the relationship between dry bulb temperature and relative humidity is

exponential. This accounts for the fact that any change in temperature results in

a much larger change in humidity.

B. HYPOBARIC CHAMBER DESIGN

Large decompression chambers and simulated habitats present a number of

potential hazards to the personnel enclosed within them. From an atmospheric

control point of view, one major consideration is the decompression effects

derived from the improper transition to lower pressures and the impact of oxygen

deprivation (hypoxia) or excess (hyperoxia). An artificial atmosphere of suitable

composition and pressure is critical to the health and performance of crew

members. This atmosphere supplies the oxygen their blood must absorb and the

pressure their body fluids require.
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Humans are accustomed to living in an environment that contains 21 %

oxvuen bv volume at 14.7 psia ambient pressure. According to Dr. R. Vann.

Duke University, the optimum oxygen content is obtained when the partial

pressure of oxygen is maintained at a nominal value of 160 mm Hg for all

operating pressures below standard atmospheric pressure [Ref. 4]. Large

variances from this value can cause physiological complications such as hypoxia

or hyperoxia. Too little oxygen (hypoxia) induces sleeplessness. headaches. the

inability LO perform simple tasks, and eventually unconsciousness. Acute

impairment of brain function occurs within 13 seconds whenever the aveolar

oxygen tension drops below 33 mm Hg. Too much oxygen (hyperoxia) can lead

to respiratory problems including inflammation of the lungs, heart disturbances.

blindness, and loss of consciousness [Ref. 5, p. 5- 1 ]. Figure 2.2 shows human

performance limits versus total pressure and oxygen concentration.

In addition, the maintenance of the pressure and the proper timing of

pressure transitions is crucial. There must exist a total pressure that prevents the

vaporization of body fluids. This is referred to as an ebulism and occurs around

one psia at a temperature of 37'C [Ref. 5, p. 5-4]. The transition from an

atmospheric state to a hypobaric state in an improper or excessivley rapid manner

can cause decompression sickness. Decompression sickness is the formation of

small gas bubbles in the body tissues or vascular system and is commonly

15
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Figure 2.2 - Oxygen/Pressure Envelopes for Optimum Human Performance

referred to as the bends. The seriousness of a case of the bends is related to an

anatomic lodgement of one of these bubbles which may press on nerves or

obstruct the blood supply. NASA currently utilizes a decompression scenario for

Extra Vehicular Activities (EVA) in space suits during shuttle missions which

requires a staged decompression. The pressure is reduced to around 10.2 psia

where a period of pure oxygen pre-breath is conducted. The transition to the

space suit pressure is then accomplished [Ref 6, p. 5 1

For the likely scenarios involving the Controlled Environment

Research Chamber, this was taken as the standard decompression scheme. A

candidate control system must thus be capable of accurately meeting this

16



requirement while maintaining the oxygen partial pressure at a nominal value of

160 mm Hg.

From a controls point of view, it is imperative to accurately and

properly transition from one pressure state to another. In addition. the

concentration of oxygen must be maintained precisely to avoid either oxygen

deprivation (hypoxia) or oxygen excess (hyperoxia). The wide range of

operating pressures and varied experimental requirements for the Controlled

Environment Research Chamber further complicates the control algorithm

inception.

17



III. MATHEMATICAL MODELING

A. SYSTEMS OVERVIEW

The atmospheric control system is comprised of two distinct subsystems.

One of the subsystems will provide the monitoring and control of the ambient

pressure and concentration of oxygen. A cryogenic gas supply system will

provide makeup gas with a vacuum line assisting in pressure control. This is

known as the Atmospheric Monitoring and Control Subsystem. The temperature

and humidity will be maintained via the Temperature and Humidity Control

Subsystem. This system consists of temperature and humidity sensors coupled

with a condensing heat exchanger capable of simultaneously removing excess

moisture and maintaining chamber temperature.

1. Atmospheric Monitoring and Control Subsystem

The Atmospheric Monitoring and Control Subsystem is specifically

tasked with the maintenance of the proper mix of atmoshperic gaseous

constituents within the limits set for experimental requirements. In addition, the

system is responsible for steady state pressure and transitional pressure control.

The system is to provide autonomous operations utilizing a computer based

18



system with the capability to manually control the system in the event of an

emergency condition.

The monitoring of the gaseous components will be accomplished via

an Ohmeda Rascal 11 Anesthetic Gas Monitor. The Rascal 11 uses laser Raman

scattering characteristics of gases to identify the gaseous constituents and relative

concentrations. This device is capable of analyzing up to eight atmospheric gases

with a minimum detectability of 0.25% by volume at a time response of less than

or equal to 500 msec [Ref. 7, p.4]. Multiple sensors may be employed

throughout the chamber and read through a multiplexer to obtain a more accurate

overall view of the gaseous distribution. Concentrated pockets of a particular

constituent may be detected utilizing this methodology and a potentially

hazardous situation avoided. A pressure sensor has not been chosen for the

chamber renovation.

Make up gases will be provided via a Linde cryogenic gas supply

system. The gases will be mixed in a gas blending unit with the resulting mix

injected into the chamber via the supply ducting in the ventilation system.

Control of the various flows will be accomplished via a combination of a Linde

flow meter console and Linde flow control modules. Each operator/flow

metering console is capable of controlling the flow rates in four separate control

modules. The operator console is configured with a RS232 connection for

19



external operation from a microprocessor or hands-off programmed operation by

a central computing station. Manually operated valves will be provided for

emergency operations. In addition, a completely separate oxygen supply system

consisting of an independent piping system and gas masks available within the

confines of the chamber will be provided as an emergency breathing alternative.

0 0

Figure 3.1 Atmospheric Monitoring and Control Subsystem

The basic system schematic is provided in Figure 3.1.

2. Temperature and Humidity Control Subsystem

The Temperature and Humidity Control Subsystem is designed to

enhance human comfort by controlling the gas temperature and absolute

humidity. It is also configured for autonomous operations with the capability to

20



be maunually overriden in the event of an emergency. A temperature sensor has

not been chosen for the chamber overhaul process. For modeling purposes. a

thermocouple has been selected for the chamber renovation. A thermocouple has

an extremely fast response time (< I sec) and requires no external power

source. This fast response time will alleviate eventual modeling of a sensor time

delay. The signal does, however, require some amplification and the output

would require some additional zonditioning due to nonlinearities in the output.

For the tracking of humidity, a modern humidity sensor will be employed.

Modern humidity sensors employ thin film technology and measure the ambient

air dew point (from which the partial pressure may be derived) as a change in the

capacitance of either aluminum hydroxide or silicon.

The ventilation system consists of an eight inch exhaust line and a

twelve inch supply line. The internal ducting will be sized and configured to

ensure that the air flow does not interfere with normal experimental procedures.

The air mover is a sealed centrifugal fan which will have a nominal capacity of

3400 cubic feet per minute. The air flow will be channeled through air tight

ducting into a sealed condensing heat exchanger. A damper mechanism will be

utilized to control or divert the required flow over the condensing heat

exchanger. The diverted flow will then be remixed with the heat exchanger flow

prior to injection back into the chamber. The temperature will be primarily

21



controlled via the magnitude of air flow through the condensing heat exchanger.

The humidity will be primarily controlled via coolant entrance temperature.

Figure 3.2 provides a schematic of the Temperature and Humidity Control

subsystem.

!1,40 wh

Figure 3.2 Temperature and Humidity Control Subsystem

A specific condensing heat exchanger has not been chosen for the

chamber renovation project. However, parametric studies were conducted

utilizing a conventional cross flow heat exchanger with a nominal heat transfer

coefficient (U) of 10 btu/hr-ft2-OF. Sensible and latent heat loads utilized in the

studies were derived from information contained in reference 6 and will be

22



detailed in the following section. A 25% solution of calcium chloride brine was

selected as the heat exchanger coolant because of its low freezing point (- I VC)

and non-toxic nature [ref. 9, p. 5]. The performance of the heat exchanger was

defined in terms of nominal coolant rise temperature and median approach

temperature. The nominal coolant rise temperature was modeled at 5.55 "C.

Approach temperature, the difference between the temperature of the air that

exits the heat exchanger and the coolant entrance temperature, was set at 8.33

'C. The parametric studies were conducted at various pressures between 34.4

and 101.325 kPa and the results are provided in Appendix B [Ref. 10]. The

required heat exchanger was nominally sized at 5.6 ml of frontal area with a

coolant flow rate of 178 kg/hr. These parameters were utilized in the

mathematical modeling of the overall atmospheric control system.

B. DYNAMIC EQUATIONS DEVELOPMENT

The state of the air mass in the chamber at any given instant, given the

assumptions provided in the following section, can be fully specified with four

state variables. Those variables are pressure, mass fraction of oxygen in dry air.

temperature and absolute humidity. The following subsections will detail the

assumptions, nomenclature and equations utilized in the development of the

chamber model representing the dynamics of these four variables.
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1. Assumptions

The following is a listing of the major assumptions made in the

development of the equations defining the air mass dynamics within the Closed

Enviroiiment Research Chamber.

I. The gaseous consituents in the chamber are assumed to behave as ideal
gases.

2. The chamber air is composed of only oxygen, nitrogen and water vapor.

All contaminants and minor gases are excluded from consideration.

3. Potential energy of the chamber gas mass is assumed to be negligible.

4. The chamber is modeled as a lumped system to simplify analysis by
avoiding partial derivatives.

5. The performance of the heat exchanger is fixed and is not varying over
time.

6. The chamber is housed within a climate controlled building and hence the

heat transfer through the walls into or out of the chamber is considered
negligible.

7. The interior mean radiant and structure temperatures are assumed to be

equal.

8. There are no objects in the chamber that absorb heat or moisture.

9. The velocity of the airflow through the chamber is assumed to be in a
uniform direction and does not appreciably affcct pressure (static
pressure = stagnation pressure).

10. Ventilation flow through the chamber is assumed constant at 3400 cubic
feet per minumte (cfm).
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11. It is assumed that all makeup gases enter the chamber at ambient
temperature and pressure and are perfectly mixed.

12. Particle concentrations, pressure, humidity and temperature are measured
at the perfectly mixed conditions.

13. The heat capacities and thermal properties of the chamber constituents are
assumed to be not a function of pressure.

14. The production of CO2, derived through the metabolism of 02, is assumed
to be removed by the CO, removal subsytem as it is produced and hence is
neglected.

15. It is assumed that there is no delay in the actuation of the controls and that
the inputs have an instantaneous effect on the chamber states.

16. The maximum makeup flow rates of oxygen and nitrogen and vacuum are

assumed to be 10 kg/hr.

17. The temperature range of coolant is assumed to be between 0 and 15 °C.

18. The chamber is assumed to have four human inhabitants with the following
oxygen consumption and heat production loads. Three of the humans are
assumed to be engaged in normal activity while one is involved in
exercise/strenuous activity [Ref. 8, p. 10 ].

Table II SUMMARY OF CHAMBER LOADS

Source Nominal 02 Sensible heat Latent heat (HO)
consumption (kg/hr) production (kJ/hr) production (kg/hr)

Three persons, 0.035 1326 0.285
normal activity

One person. 0.349 664 0.455
strenuous activity

Miscellaneous 0.0 7720 0.0
(Machinery,
lighting, etc)

Total 0.3848 9710 0.74
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2. Nomenclature

The following is a listing of and definitions for the variables utilized

in the system modeling.

al,a2,a3,b,,b,,b 3 = Coefficients of heat capacities for oxygen. nitrogen and
water.

E = Total chamber air mass energy (kW)

hvap= Heat of vaporization of moisture generated by humans (kJ/kg)

hvap 1= Heat of condensation of moisture in heat exchanger (kJ/kg)

H, = Heat of vaporization at OC (Wd/kg)

H20 = Total human latent load (moisture) (kg/hr)

mcm• = Mass flow rate of air through heat exchanger (kg/hr)

mLEAK= Leakage into the chamber (kg/hr)

mN2= Mass flow rate of nitrogen into chamber (kg/hr)

in. 2 = Mass flow rate of oxygen into chamber (kg/hr)

mouTr= Mass flow rate of vacuum flow out of chamber (kg/hr)

Ma = Total chamber dry air mass (kg)

Mc = Total chamber air mass (kg)

M02 = Total mass of oxygen (kg)

Mw= Total mass of moisture (kg)

02= Total human consumption of oxygen (kg/hr)
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PC= Chamber Pressure (kPa)

P*= Partial pressure of water at saturation (kPa)

q.= Miscellaneous sensible loads (kJ/hr)

qh = Total human sensible heat load (kJ/hr)

qcmx = Total heat removed in heat exchanger (kJ/hr)

R= Universal gas constant 8.314 kJ/kg-mole- K

R= Specific gas constant (Id/kg - K)

T = Chamber temperature (0C)

Te = Temperature of coolant entering heat exchanger (°C)

T.,,t= Temperature of air exiting heat exchanger (QC)

u = Control variables

VC= Chamber volume (m3)

wr = Chamber absolute humidity (kg H20/kg dry air)

x= State variables

xC = Mass fraction of 02 in dry air

1-xe = Mass fraction of N2 in dry air
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3. State Variable Definition

a. Temperature

Determination of the chamber bulk temperature involves an

application of the generalized conservation of energy equation (open system

formulation) in which the kinetic and potential energy terms are neglected.

Et~hý, =Er h dE-(3.1)

dt

The terms Emih, and Emehe represent system heat inputs and outputs, respectively,

and E represents the total air mass energy. The total energy of the system is

defined as the mass of air multiplied by its specific enthalpy. The mass of air

may be derived utilizing the perfect gas law.

P V =nR(Tc+273) (3.2)

Because the humidity and mass fraction of oxygen are all defined in terms of dry

air, the determination of the system energy will require referencing the system

air mass to dry air. Rearranging the ideal gas law and inserting the specific gas

constant R' for the unversal gas constant, the chamber dry air mass is defined as

MC P, VC - 1 (3.3)
R'(T +273) 1 +w
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where

R (3.4)
(x,(32) +( I -x,)(28) +w,(18))

The heat capacity of the overall air mass can be expressed utilizing

the heat capacities of the individual gaseous components and multiplying by their

respective mass fractions.

Cair=x,(a, +b, T) +(1 -xc)(a 2+b2 Tc) + w(a 3 +b3T) (3.5)

All of the above heat capacities are based on a specific temperature

range with a minimum of 0PC [Ref. 2, p.4961. The enthalpy of the chamber air

is defined as the sum of the heat capacities of the gaseous components multiplied

by the chamber temperature and the heat of vaporization of water based. The

heat of vaporization for this application will be referred to as H,.

(3.6)h,(aTbx +(-c)( Tc *b2r) +wc(k +a37 +b 2b))

Combining equations 3.3 and 3.6, an expression for the total energy of the

system may be obtained.
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E: PC VC 1[x(aT+bTl)+(l x)(aT+bT) )+w(H +a3 T+b3 T,)]R'(T ÷*273) I +w, c IC ICC C3C 3

(3.7)

where H,= 2213.35 kJ/kg [Ref. 1, p. 395].

Equation 3.7 must be differentiated with respect to each of the

system variables in order to obtain an expression for dE~dt. Utilizing the chain

rule, equation 3.7 was differentiated with respect to P, T, x, and w,. The result

was then combined with the heat inputs and outputs into (3.1). For this analysis.

the heat inputs are defined as

-h,n =q, +q,,, +H20 * hvap

(3.8)

and the heat outputs are defined as

Em0 hIz =q-q. (3.9)

The term qh, is defined as the total heat (latent and sensible) removed from the

chamber air mass via the condensing heat exchanger. As presented previously,

the nominal exit temperature of the air leaving the heat exchanger has been

modeled based on the approach temperature, which was assumed to be a measure
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of performance for the condensing heat exchanger. Assuming the air exit

temperature is a function of this approach temperature. the partial pressure of the

moisture in the exit stream can be determined via equation (2.1) (assuming the

air is saturated). The heat of vaporization (condensation) for the exit stream can

then be calculated via an application of the Clausius-Clapeyron equation

hvap =(13.11-2.3logP ")R'(T +273) (3.10)

where P* is in atmospheres and hvap is in kJ/kg [Ref 1, p. 15].

From equation (2.2), the exit humidity can be calculated. Incorporating this exit

stream humidity into the following relationship provides the latent heat removed

across the condensing heat exchanger.

qj=. M _h. ( W, -w)hvap (3.11)

where w, is the exit humidity. The sensible heat removed can be expressed as

the difference of the heat capacities of the entrance and exit streams multiplied

by their respective temperatures.

M (3mlchx [eCPareTc-Pair_ T ig (3.12)
C
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where cpw,,re, and cpair.e,,: represent the entrance and exit heat capacities. as

defined previously. Incorporating these definitions into equation (3. 1). an

expression for the dynamics of temperature with respect to the other system

variables may be obtained.

mH~v R/(I ÷wc)(T• +273)1
qh +qq +HO(hvap) - +wc qJ

- ]w (x,(aT +b,T ( -x .)(a,.

dT, I + T dw_

(Hv+a3T +b3T)- wc (H +a3T +b 2) t I Q
1T 3 I+W, 3T1)

-(aT +bT 2-T -aC dxC

T 3 T dt')+(I~ ~ ~ 2)w~~ dPc

- ja, T+b, Tc) (1-x)(a.2 T +bTC) wc(H +a3T +b3 T).-

(3.13)

where Q is defined as

32



r aT bIT 1 aT b,T"X a- r +2b T - +(I•÷•--r, a,- ÷2bT-- -
C I T +273 0 T +273 C " ".+273 Tc+273

Q= CI
H a3T• 37

+W a -- b3TT +273  3 7+273 T+273

(3.14)

b. Pressure

The pressure was modeled by invoking an overall mass balance on

the chamber atmosphere. All mass consumption and production terms, including

both the consumption and supply of oxygen, supply of nitrogen, air leakage into

the chamber, removal through the vacuum line, and the moisture generation and

removal terms were included. The generalized mass balance is defined as

d,ý
--M=• m,•. (3.15)

where m, and m, represent the aforementioned mass inputs and outputs.

respectively. Equation (3.14) can be expanded to include the respective

chamber mass loads.
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dMdt -m O, m,2 +M....2 a '_- -m ,'FH O- 4 i 0 ' ,- 1 +" " (w, - w , -O0, (3.16)

An application of equation (3.2), the ideal gas law, provides a relationship for

the overall chamber air mass.

Mcv c V (3.17)R'(T.+273)

Differentiating equation (3.16). utilizing the chain rule, with respect to pressure

and temperature, and solving for the differential of pressure with respect to time

provides the equation of motion for pressure.

dP, R'(Tc+273)[m0 2+MN2+MLAAK +H2O- P dTc

dt VC+wI + , J T,+273 dt

(3.18)

c. Mass Fraction of Oxygen

Determination of the dynamics of the chamber oxygen mass

fraction involves another application of the generalized conservation of mass

equation.
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dMO2  - E m (3.19)

dt

The inputs and outputs, m, and m,,.,, refer to the oxygen generation and

consumption terms. The total oxygen in the air may be expressed as

M, =x M (3.20)

where M.2 is the total mass of oxygen and Ma is the mass of dry air as defined

in equation (3.3). Expanding equation (3.19) and inserting equation (3.20). the

derivative of pressure becomes

(I =(moX+-X2mor-0 (3.21)

Utilizing the chain rule and differentiating with respect to Pc, T7, wc and x, aPd

solving for dxc/dt.

(I +w)R'(T +273) x( dPc

dx = VPOT PP di (3.22)
+ X dT+ xC dwctit+ c _ + •

(T,+273) dt I +wc dt
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d. Humidity

The dynamics of the moisture can be determined via yet another

application of a conservation of mass. this time on the moisture component.

dMW iEM (3.23)
dt

where M, is the total mass of the moisture in the air. M, can be rewritten in

terms of the humidity ratio and mass of dry air as

Mý :wA M(3.24)

The inputs into the system are the generation of moisture by humans, H.0, and

the output is the moisture removed by the condensing heat exchanger. These

are defined as

(3.25)Srn= mh•(w -we)

E miH 20 (3.26)

Incorporating equation (3.3), which defines the mass of dry air, the differential

of M, with respect to time can be expanded
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S w ~PV

dM =d (t+w)"'(T+273) (3.27)

dt dt

Taking the derivative with respect to Pc, T7, and wc, and incorporating the

expressions for the moisture inputs and outputs. the dynamics of the humidity can

be expressed as

R'(T+273)(l+w) o(W-w)m, dT d,

dw _. j Pcvcwc H I+wC Pc dt +T+273 dt

(3.28)

4. State Space Representation

Assimilation of the equations representing the dynamics of pressure,

mass fraction of oxygen, temperature and humidity into a simple set of equations

was not feasible. The system is highly nonlinear, coupled and cannot be easily

transposed into the standard state space form
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(3.29)
.t=Ax+Bu+Cw

where x is the vector of state variables, u is the vector of control inputs, and w

is the disturbance vector, which in this cases is the system loads. The state

vector will be henceforth defined as follows

P
x C (3.30)

x= C

T

and the control inputs as

in02

u= m i (3.31)

and the disturbance inputs, which are defined as H20, 02,, q, and q,.

For simulation purposes, the system was separated into the following scheme

Xt=F x+G(x,u)+H(x,w) (3.32)

The matrices F, G and H are presented in the computer code

available in Appendix A. The matrix system was manipulated and solved for

dx/dt in the following manner.
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.t-F.t=G(x,u) +H(x, w ) (3.33)

x(I-F) =G(x,u) +H(xvw) (3.34)

.t=(I-F) 'I(G(x~u) +H(x.iw)) (3.35)

The system of equations were run to observe the dynamics of the

modeled chamber. The results of the simulation were then analyzed to determine

the maximum integration period required to ensure that the system dynamics

would be accurately represented. The integration period that accomplished this

goal was parametrically determined to be 15 seconds and a control sampling time

of one and one-half minutes.
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IV. CONTROL LAW DEVELOPMENT

A. CLASSICAL FEEDBACK CONTROL

The system of equations developed to model the chamber air mass are muli-

variable and non-linear in nature. Classical control theory requires a multi-

variable system to be decomposed into single-input/single-output (SISO) systems

with separate transfer functions linking each combination of input and output

signals. In other words, a system with three inputs and three outputs has nine

transfer functions which must be arranged in matrix form. The poles of the multi-

variable system are the poles of all the individual transfer functions. The poles of

the overall system is the collection of poles of the individual subsystems. The

zeros of the multi-variable system, however, do not correspond to the zeros of the

individual transfer functions. The use of SISO techniques to design each

individual subsystem with the expectation that the overall results will achieve the

desired level of performance is unlikely. Hence, the use of modern control

methods for this project has been pursued.

B. ADAPTIVE CONTROL

Linear control techniques are well defined and mature. Implementation of

strict linear control practices on non-finear systems does not always give
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satisfactory results. The response characteristics of non-linear processes utilizing

linear control systems may vary significantly because they are normally linearized

about one operating condition. The need to find a more sophisticated controller

which could automatically adapt itself to the changing characteristics of the

controlled process has lead to the development of adaptive control routines. For

the application in this project, the term "adaptive control" represents one particular

approach to designing a controller for the non-linear stochastic system. This

approach consists of assuming that the controlled process satisfies linear equations

about a particular operating condition only the values of the dynamic coefficients

defining the equations are unknown. It is based on developing a routine which

estimates these coefficients and utilizing the resulting estimates in the desired

control law.

Although the system is nonlinear, it can be modeled using a linear state space

representation about a nominal operating point. A parameter estimation scheme

can then be used to identify the system parameters, assuming that the system can

be considered linear around any given operating point. In a linear system. a

controlled plant is described by the state-vector differential equation

(4.1)

x-=[Alx+[B]u

y=[Cdx +[D]u (4.2)
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where

x is the state variable vector

u is the state input vector

v is the state output vector

[A], [B], [C], [D] are the coefficient matrices

The matrices A, B, C and D represent a model of the system. Key to

obtaining an effective controller is developing or estimating the values for these

matrices, which can be unknown or time varying, depending upon the particular

operating condition. In an adaptive scheme, the components of the unknown

matrices are estimated on-line by a suitable estimator. Based on the estimates of

these parameters, a control scheme such as a linear quadratic regulator may be

implemented for system control. This class of adaptive control is known as

indirect adaptive control. Figure 4.1 provides a schematic of this method.

The direct mode of adaptive control is one which attempts to

parameterize the unknown system directly in terms of the necessary control inputs

in order to implement the desired control algorithm. For this mode, an estimator

not only provides system identification but also predicts the control parameters and

utilizes them directly in the controller. The basic schematic is provided in Figure

4.2.
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C. INDIRECT ADAPTIVE CONTROL

1. System Identification

Parameter estimation/system identification is the process of deriving

a model that best describes the system dynamics and closely matches the actual

data presented. One method of determining this model is through least squares

estimation. The principle of least squares states that the unknown parameters of

a model can be deternmined by minimizing a square error criterion. This error is

made of the sum of the squared differences between the acutal signals and those

that are computed or estimated [Ref. 11, p. 420]. In the generalized least squares

problem, it is assumed that the computed value takes the form

y=4r(t)0 (4.3)

where y,O are known signals (previous states/inputs)

0 are unknown parameters

The goal is to determine an estimate of the system parameter matrix 0 such that

the estimated variable

V=01-0 (4.4)
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is in close agreement with the actual signal, Y. The least squares method states

that the parameters should be chosen in a manner that minimizes the loss function

[Ref. 12, p423]

'V

E 2 (4.5)

where Ct = -v• = v, - 0 . 0......O

= 1 , 2, ... N N = number of observations

The solution to this problem is given by the system of equations

OrO =OTy (4.6)

If the matrix OTOb is nonsingular, the minimum is unique and J can be determined

by [Ref. 12, p. 422].

b =(4•rdO)-'Ty (4.7)

For the situation in which observations are taken sequentially, as is the

case with a discrete, sampled system, recursive equations may also be derived.

This is known as a recursive least squares algorithm and leads to recursive

identification. This algorithm takes the previous observations and the previous
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least squares estimate for 0 to calculate the current estimate. The least squares

estimate then satisfies the following set of recursive equations [Ref. 12, p. 4 251.

•,r= (4.8)

P•.I= Qk-•l(4.9)

Qk- I =Qk +Ohflkr,0(41

where t is the sampling interval or period

k is the current sample i.e. k= 0, 1, 2 . ....

and P is a matrix which is proportional to the variance of the estimates

For the purposes of the chamber model, the following variables are

defined.

z(t) =x(t) -x (4.11)

v(t) =u(t) -uO (4.12)

where x(t) is the vector of state variables

xo is the set point

u(t) is the vector of control inputs

uO is the nominal control input at xo

z(t) and v(t) are the deviations from the set points

Assuming the set point xo is fixed for a particular operating condition, the

following relationship holds.
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-(r) =A z(t)+B v(t) (4.13)

The measurable vector o and calculated matrix 0 are defined as

S=[z1 (t)A.(t),z3 (t),z 4(t),vl(t),v2')(t)V3(t),v 4(t),v5 (t)]

~al a,,1 3a1 a 41

a12 a,, a32 a4,

a13 a2 3 a33 a43

a 14 a., a34 a4 (4.14)

0=b1 l b2 t b31 b41

b12 b22 b32 b42

b1 3 b23 b33 b43

b 14 b24 b34 b,4

b15 b25 b35 b45

The recursive least squares algorithm is utilized online to estimate the coefficients

in 0 from measurements of 4(t), z(t), and v(t). From this, A, and B, matrices from

(4.11) are derived.

2. Linear Quadratic Regulator

Once we identify the system parameters by least squares, many of the

linear, optimal control tools become available for use in control gain calculation.

By optimal control theory we can determine the control input for the purpose of
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maximizing a measure of performance or minimizing a cost function. If the

svstem we want to control is uncertain. it is well known that performance has to

be sacrific:ed for robustness. Performance is then measured by a maximization or

minimization of a desired criterion. This leads to the concept of optimal stochastic

control, a methodology which recognizes the random behavior of the system and

attempts to optimize response or stability on the average rather than assured

precision.

A discrete system is described by the state equation

Xk-A k +B kLk (4.15)

The linear quadratic regulator algorithm is designed to find an optimal control

u*(rxk), k) that minimizes the performance measure [ Ref. 12, p. 78]

Tl r(4.16)
'j=-Z Xk QJXk+Uk Rkuk]2 k.o

where Qk is a real symme-.Ac positive semi-definite n x n matrix

R, is a real symmetric positive definite m x m matrix

The minimization of the performance measure produces the control law in the

form
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i=- C.V (4.17)

where

Ck=Rk'BkXk.t (4.18)

and X• is an m-dimensional adjoint vector determined by

Xk=Q k+Akrk+l (4.19)

For the indirect adaptive control algorithm, the matrix C, is not a constant matrix

but is changing over time in conformance with the new parameterization of the

plant.

The critical aspect of minimizing the cost function is the proper choice

in the weighting of the Q and R matrices. The larger the Q matrix in relation to

the R matrix forces the minimization of the states (or the variance from set point)

with less emphasis on the control effort. If R is proportionally larger than Q, the

reverse is true. The control utilization is minimized at the expense of response

time and state oscillations. The desired control system performance is thus driven

by the selection of these parameters.
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D. DIRECT ADAPTIVE CONTROL

Direct adaptive control, as specified earlier, combines the functions of

parameter identification and control law calculation. For comparison and analysis

purposes, the use of a direct adaptive control algorithm has been investigated. An

existing, generalized direct adaptive control algorithm, written for the estimation

and control of constrained multivariable systems, has been adapted and

implemented for utilization in the chamber model. This generalized algorithm

was written by Dr. Cory Finn, NASA Ames Research Center, and can be found

in Reference 13. The following sections provide a brief discussion of the direct

adaptive control algorithm.

1. System Identification

The state space representation utilized for implementation of the direct

adaptive control system is referred to as the autoregressive moving-average

(ARMA) model. This is an extension of the linear, discrete time state-space model

x(t + 1) = Ax(t) +Bu(t) (4.20)

y(t) = Cx(t) (4.21)

which is rewritten as
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A(q •')y(t) = B(q -')u(t- 1) (4.22)

where A(q-) and B(q') are polynomials in the backward shift operator q' . These

may be expanded as

A(q-) = 1 + aq . .... +aq (4.23)

B(q-l) bo + blq-' + + bmq (4.24)

For the chamber model, the parameters of the polynomials A(q-') and B(q") are

unknown. These parameters may be estimated in terms of a system model.

A(q -)y(t) =B(q -)u(t- 1) (4.25)

The parameter estimates ;(q-) and B(q-1) are determined utilizing a recursive least

squares algorithm similar to the one described in the previous section. For

simplification, equation (4.25) is written as

(trr(=Tt)•(/) (4.26)

where 0' is a matrix of the past outputs and inputs and 0 is the parameter matrix.

The parameter matrix is determined by using a recursive least squares estimation

algorithm with a variable forgetting factor [Ref. 111

") 1 I P(- l)00(t- l)e(t) (4.27)
X(t) +07(t- I1)P(t- 1)0(t- 1)
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1= Ip(t1)-[P(t-lIW(t--l J)Ut-l)P(t-1l (4.28)P~t) = -• (t) +÷0r(t - I )P(t - 1 )0(t- 1 )

e(t) =y(t) -- T(t- )D(t- 1) (4.29)

where P(t) is the covariance matrix, and e(t) is the prediction error.

The algorithm uses a variable forgetting factor which is defined as

X(t) =X(t- 1) No(.0
I +Or(t - 1)P(t- 1 )0(t - 1) 1

where N, is the memory length and is a constant [ Ref. 14, p 831-835].

2. Control Algorithm

The generation of the necessary control inputs is accomplished via a

constrained multivariable predictive controller [Ref. 13]. The predicted output

signal at a time step t+k can be written as a linear function of previous inputs and

output signals. Equation (4-26) then becomes

9(t+k) =&(q -1)y(t) +ý3(q -')u(t +k- 1) (4.31)

where
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(q do + .. ,(4.32)

!)(q-')--/o + ý,q-' + . + ý,.k_-1q-''•' (4.33)

The polynomials a(q-') and O(q-') are obtained from the polynomials .(q-') and

B(q-') by solving the Diophantine equations [Ref. 11, p.210].

1 =F(q -')A(q -') +q -kG(q -1) (4.34)

F(q-')=l +fqq-' + +fk_1q-"k (4.35)

(4.36)
G(q-')=go + glq-' + ... +g,,_1q- ÷i

Given the values of F(q') and G(q-) , then

&(q -- G(q (4.37)

ý(q -') =F(q -'),g(q -)(4.38)

It is desired to solve the Diophantine equations for all values of k between one and

the prediction horizon, T. The prediction horizon should be chosen such that it

is larger than the process dead time, which is defined as the lag in system

dynamic response to an input. This is necessary in order to obtain stable control.
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Th goal is to solve the constained multivariable predictive control problem via an

objective function, minimized with respect to the control input U

Sw -r ' y wr (4.39)

subject to the constraints

U U (4.40)

-6 A U 6 6 (4.41)

y k •, (4.42)

where YI is the vector of future set points

P is the vector of predicted future inputs

U is the vector of future inputs

W, is the vector of weights on the predicted future tracking
errors

w, is the vector of weights on the input efforts

_U is the vector of lower bounds of the input efforts

'U is the vector of upper bounds of the input efforts

6 is the vector of move size limitations on the manipulated
input variables

_Y is the vector of lower bounds on the output variables

"" is the vector of upper bounds on the output variables
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For illustration purposes, Y and U are expanded as

1•=•~ ),ýj(t +2),...,1(t + T),2(t + 1), ... ,J24t+ T)I-J,fk(t + 1)"J, (t+ T)]

(4.43)

U--[u,(t),u,(t + l),...,u,(t + T-1),u..(t),u,(t + 1),u,(t +T- l ),...,uk'.(t),...,uk.(t +T- 1 )1

(4.44)

where kn represents the number of outputs in the process and km represents the

number of inputs. For the chamber model, km and kn are equal to 4 and 5,

respectively.

The above optimization can be cast as a linear programming problem,

and in turn be solved using a simplex algorithm (Appendix A). The set of inputs,

uj(t),u,(t),...u•(t) calculated using the simplex algorithm are then implemented

into the chamber for control. The future inputs, u,(t+ 1),...,u 1(t+ T-1),.. .Uk,(t+T-

1) that are obtained from the optimization are never actually utilized for future

ý,ontrol. This is because there is a new set of inputs are calculated at each time

t for each time step.
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V. SIMULATION RESULTS

A. STRATEGY

A critical first test of any preliminary control algorithm is to subject it to

rigorous and realistic simulations. The model developed representing the dynamics

of the chamber air mass provides the link for an initial performance study. The

strategy for testing of the system includes a simulation of the steady state

operational mode with minor pertubations in set point and a simulated transition

or step response from a pressure of 34.464 kPa (5 psia) to 52.13 kPa (7.5 psia).

The set point requirements for various points are provided in Table III. Finally,

the control system is subjected to a seiies of incremental load increases.

Table III CHAMBER SET POINTS

Pressure O, Mass N, Mass Temperature Absolute
(kPa) Fraction Fraction ("C) Humidity

(Dry air) (Dry air) (kg HOtkg dry air)

101.325 0.231574 0.768426 21.1 0.0079504

86.16 0.272867 0.727133 21.A 0.0093431

68.92 0.338166 0.661834 21.1 0.0116668

51.69 0.444653 0.555347 21.1 0.015537

34.46 0.64903 0.35097 21.1 0.0232739
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1. Steady State Response

In this section. we addressed the performance of only the author derived

indirect adaptive controller/algorithm. A system simulation representing nominal

steady state loads has been conducted. This loading is defined in Table II. The

nominal control inputs necessary to maintain the set points were derived utilizing

mass and energy balances over the entire system. Appendix B contains the results

of the parametric studies utilized to obtain steady state values for the condensing

heat exchanger performance. Simple mass balances were used to determine the

necessary oxygen and nitrogen makeup flows in addition to the required vacuum

flow.

The simulation is initiated by varying the control inputs randomly within

a 10 percent range of the steady state values. This was accomplished for two

reasons: (1) to allow the recursive least squares algorithm to "learn" the system

model and allow the estimated parameter matrix 0 to converge, and (2) to allow

the system to drift from the initial set point. Three hundred time steps, equivalent

to 1.25 hours of simulation, has been alloted for the converging period. At this

juncture, the controller was turned on. The dynamic response of the system is

represented in Figures 5.1, 5.2, 5.3 and 5.4. When the control system is "turned

on", the states fluctuate slightly but remain within the limits of control. The

fluctuations that can be observed for the first hour in the plot in Figure 5.1 is

57



representative of the system "learning". The least squares estimator managed to

recursively converge relatively quickly and presents an excellent model of the plant

at this operating condition. The controller response to the minol ,,et point

pertubation and adaptation to the steady state scenario is satisfactory. However.

a steady state error is observed in all states. The largest error encountered is in

temperature. The temperature settled into a steady state value of 21.4°C. which

translates into a steady state error of 1.4%.

Oamba Pt~w

34.7

34.65

34.6

3414I52 23 3

Figure 5.1 Pressure Steady State Response at 34.464 kPa
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Figure 5.3 Temperature Steady State Response
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Figure 5.4 Absolute Humidity Steady State Response

2. Step Response

In addition to stability, sensitivity and accuracy, we are always

concerned with the transient response of a feedback system. Transient

characteristics are normally defined on the basis of a step response. Therefore,

the next performance evaluation undertaken is a simulation of the system in a

transition from a state defined at 34.464 kPa to one defined at 51.69 kPa.

Transition control in a hypobaric environment is critical. The key to this transition

lies in the ability of the system to maintain the mass fraction (or partial pressure)

of oxygen in the proper proportion to the total mass (or total pressure). The

physiological effects of an improper transition to lower pressures are great and
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must be addressed in any control algorithm. For the transient response, both the

direct and indirect adaptive controllers will be investigated.

a. Indirect Controller Performance

The adaptive based linear quadratic regulator controller performance

is provided in Figures 5.5, 5.6, 5.7 and 5.8. The pressure and oxygen mass

fraction transitions are adequate (Figures 5.5 and 5.6). The transitions are both

essentially linear and achieve the new steady state at approximately the same time

with minimum over shoot. This is an indication that the proper proportion of

oxygen is maintained during the transition. Since an upward transition in pressure

does not involve any physiological considerations (i.e., the bends) and there are

no current experimental time constraints imposed, the settling time is not

considered a critical performance measure. The main deterrent to more rapid

transition is the physical constraints imposed by the makeup flow rates. The

temperature transient response is presented in Figure 5.7. A comparatively large

jump is observed at the onset of the set point change. This may be due in part to

the coupling of the state variables. Pressure and oxygen mass fraction carry a

much greater weight in the control law development, ie. the Q matrix in the LQR

algorithm is weighted significantly towards these variables. As a result. the

controller initiated an immediate increase in pressure. In conformance with the

ideal gas law for a fixed volume, an increase in pressure is accompanied by an
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increase in temperature. Since the temperature set point did not change in the

transition. its initial response is only a result of the changes initiated for humidity

and pressure. The humidity transition to the new set point is adequate with a

minor spike encountered at the outset. largely due to an initial jump in

temperature. Numerous follow on simulations were conducted to reduce this

temperature anomaly by adjusting the weighting of the Q and R matrices with little

success. The steady state errors at the new set point exhibit minimal variance

from the errors observed at the initial set point.
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Figure 5.8 Absolute Humidity Transient Response

b. Direct Controller Performance

The direct control algorithms are written in Fortran and the

computer code is presented in Appendix A. These have been integrated into the

Matlab model for simulation and analyses. The transient response of the

predictive, multivariable control algorithm to a change in set point is presented in

Figures 5.9, 5.10, 5.11, and 5.12. The responses are very similar to those

obtained from the LQR controller. The transitions in pressure and oxygen is

almost identical in both shape and settling time (Figures 5.9 and 5.10). There was

slightly less overshoot in pressure transient. In terms of temperature. the

pertubations about the set point are comparatively -mailer (Figure 5. 11). A spike
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of only about I 'C was observed, compared to over 2 "C for the indirect

controller. The humidity response in the direct algorithm represents an

improvement over the indirect response, largely due to the minimization of the

temperature variance.

The steady state errors for the new set point are near zero. This

can be azcounted for in part to the computationally intensive simplex and

Diophantine algorithms. The 30 hour simulation required over 24 hours of actual

computer time on a VAX system. compared to only about 15 minutes for the LQR

based controller on a IBM 80486 personal computer. The computational intensity

of the direct controller severly limits it viability. Computer code streamlining and

optimization would be required for implementation.
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Figure 5.12 Absolute Humidity Transient Response

3. Load Disturbance

An effective manner in which to test the adequacy of the control

algorithm is to subject it to demanding loading conditions. Since the range of

potential loads in the CERC can vary significantly depending upon the prevalent

human acitivity, it is necessary to subject the controller to a large variation in

loading. Hence, the response of the LQR based controller to a series of step

disturbance increases was analyzed. For this analysis, the latent and sensible heat

loads in additon to the oxygen consumption have been increased incrementally over

a 50 hour simulation at the same operating set points. A graphical representation

of the variable loading is available in Figures 5.13, 5.14 and 5.15.
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Figure 5.15 Latent Heat Load Disturbance

In order to accurately appraise the performance of the closed loop

controller, it is necessary to analyze the open loop system response to the

incremental disturbance. This response is presented in Figures 5.16, 5.17, 5.18

and 5.19, The nonlinearity of the dynamic system can be readily observed in the

first order response.
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The load disturbance on the closed loop system is depicted in Figures

5.20, 5.21, 5.23 and 5.24. Looking specifically at the pressure response (Figure

5.20), it is observed that only a series of spikes corresponding to the onset of the

disturbances deters from a relatively flat curve. The maximum pertubation from

set point only represents a 1.4 percent variance. In light of the magnitude of the

load disturbance from assumed steady state, the response may be classified as

adequate.

The oxygen mass fraction response is excellent (Figure 5.21). Despite

tripling the oxygen consumption and latent heat production, the largest observed

deviation from sei point is just 0.3 percent. Temperature variation, depicted in

Figure 5.22, is comparatively large. The relative weighting of the temperature,

as discussed previously, is one probable cause of the larger deviation from set

point. Efforts to improve the temperature response by adjusting the weight had

a tendency to cause the controller to cycle and go unstable. Despite over doubling

the overall latent and sensible loads, the maximum variation was still limited to 2

TC. The tracking and control of humidity, because of the strong coupling with

temperature, had a similar response. The maximum overshoot was observed to

be 0.002 kg water/kg ory air, or about eight percent.
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VI. CONCLUSIONS/RECOMMENDATIONS

A. SUMMARY

A preliminary control algorithm and mathematical model have been

developed for the atmospheric system within the Controlled Environment Research

Chamber located at NASA Ames Research Center. The basic system

configuration and groundwork parametric studies have been reviewed for inclusion

in the basic modeling equations. Adaptive control techniques have been developed

and tested for potential utilization in system identification and control of this

nonlinear, multivariable process. Included within these techniques are algorithms

involving recursive least squares estimator for the approximation of system

dynamics.

The indirect adaptive control scheme, utilizing a linear quadratic regulator

for control law formulation, provided satisfactory control of the chamber

atmosphere. The controller effectively ma-ntained system state variables in a

steady state simulation with minimal stea"x state error. Additionally, the

algorithm tracked a set point change with essentially no overshoot and a finite

steady state error. The introduction of significant metabolic step disturbances in

system Gperation caused only small deviations in the atmospheric set points.
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The direct control algorithm, adapted in cooperation with Dr. Corv Finn.

exhibited a greater degree of accuracy in set point maintenance. The transient

response to a set point change was similar in form to the indirect algorithm

However, it was computationally intensive and in its present configuration is not

a viable alternative.

Presuming the model developed adequately portrays the chamber dynamics,

adaptive control techniques appear to be an excellent alternative for the

simultaneous control of temperature, pressure. composition and humidity.

B. RECOMMENDATIONS

Significant additional work is necessary prior to implementation of this

adaptive control algorithm. The following is a listing of areas which will require

attention:

"* The mathematical model developed requires the inclusion of the dynamics of
the control system actuators, measurement and metering devices and
associated time delays. In addition, mass and energy diffusion dynamics
should be analyzed for potential inclusion into the model.

"* Strawman experiments involving chamber utilization must be refined to
accurately define control system requirements. These experiments would
provide transient response characteristics required as well as a better
representation of overall operating envelopes.

"* Increased work on hardware selection and parametric performance studies.
In particular, a suitable condensing heat exchanger must be selected and
performance criteria implemented into the chamber dynamic model.
Additionally, performance data needs to be refined for the gas supply system.
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* Additional simulations need to be cnducted on the improved model to
optimize performance of the algorithm. Eventual implementation into the
chamber requires exhaustive utilization of preliminary testing to maximize the
performance.
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APPENDIX A. COMPUTER PROGRAMS

t. This first section details the model and the indirect adaptive control routine

that utilizes an LQR control gain calculation.

% Program cerc. m

'del bhml .met
'del bhm2.met
'del bhm3.met
'del bhm4.met
cig,
clear;

% This computer code represents a dynamic model and indirect adaptive control
% routineof the temperature. composition, pressure and hurrdiry of the habitat
% enclosedwithin the Closed Environment Research Chamber that is currently
% undergoingrenovationat NASA Ames Research Center located at Moffet Field,
"1 CA

"% The variables utilized for state definition and control are as tollows:

"" xl = Chamber pressure (kPa)
"7 x2 = Mass Fraction of 02 in dry air
'6 x3 = Chamber Temperature (degrees C)
% x4= Chamber absolute humidity (kg K20/kg dry air)
%o ul = Vacuum flow rate out of chamber (kg/hr)
% u2= Mass flow rate of oxygen into chamber (kg/hr)
'7 u3 = Mass flow rate of nitrogen into chamber (kg/hr)
"S. u4= Coolant stream entrance temperature into CHX (degrees C)
% u5= Air flew rate from chamber into CHX (kgihr)

"% The following are variables that are utilized in system defintion:

""U = Heat exhanger performance parameter tKJ/m2.-C)
% A= Heat exchanger area (m^2)
"7 mc= Coolant flow rate across CHX (kg/hr)
"6 R = Universal gas constant 8.314 kJikgmole K
"% Vc= Chamber volume (m'3)
"% mleak = Leakage of ambient air into the chamber (kghr)
%o xl= Mass fraction of 02 in ambient (outside) air
% 02 = Human consumption of 02 (four persons) (kg/hr)
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% H20= Human production of H20 tfour personsi ikivhri
% qh= Human sensible heat load (four person ikJ Uhr
% qm = Machinern miscellaneous sensible heat loads LI hrP
c a I.aZ.a3.b I .b2.b3 = Coefticients of heat capacities for

I chamber constituents 102. N2, H20)

c ' ap = heat of vaporization of H20 from human in chamber-2Z37 U. hr
% hvap I = Heat of vaponzation of" H20 in CHX exit stream
% Q= Matnx constant
c x3 = Chamber temperature in degrees K

' x4 = CHX air exit temperature in degrees K

% The simulation of the multivariable. non linear equations will he
% set up as follows:

-xdot= Fix)*xdot - G(K.u) - HtxN;

% Solving for xdot .

K dot= t[-F(x-W-lG(x.ui -" - Fix)-I* Hix,,A

"where x is a vector of state variables. u is a vector oif the control inputs
'o and w is a vector of the metabolic loads.

% Setting the initial conditions of the states and control variables for a simulation

% involving a state defined at 34.464 kPa, In addition, the set point at this state
% is given as well as the maximum control inputs.

x =134.464; 0.64903;21. 1 ;0.023273911;
xset= 134.464;0.64903;21, 1;0.02327391;

u = 1.0; 1.0"0.3658:3.9801;
uset= [1 ;I .00;0.3658:1.5;9801;

umax = 110:; 1004:20001;

% Setting the other variables

Vo Estimated volume of the chamber (m3)
Vc= 157:

% Heat capacity coefficients (1-02. 2-N2. 3-H-120)

a I = 0.9324:

a2'=0-90468;
a3=1 831:

b I = 0.000184;
h2 = 0.000204;

h3 =0.000744;

% Machinery/ miscellaneous sensible heat load inside chamber (kJ/hr)

qm=8586.33:
le Oxygen consumption of humans (4 persons-3@normal activity,
% l@exercise) (kg/hr)

02 =0.3956:
IS Estimated Latent heat production - humans iwaterl (kglhri
H20= 0.7398:

'e Estimated Sensible heat production - humans (ki/hr)

qh= 213,
% Standard heat of vaporization of water inside chamber (@ 21. oC)
"*ap 22877
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% Estimated air leakage into chamber ikgihr)
mleak =0.0025;
% O'ygen mass fraction of air Leaking into the chamber
x'1=0,2344:
% Universal gas constant l,kkmole-Ki
R = 8314ý

'% Initializing the vectors for utilization in tUe recursive least squares algorithm

alpha=0.000L;
q = alpha*eve(9);
th I = zerosi 9.1 );
q2 =alpha*eyet9):
th2 =zeros(9. I);
q3 = alpha*eye(9):
th3 =zeros(9. I);
q4 = alpha*eyev9);
tb4 = zerosk9.l I.

% Setting the overall simulation length, integration time step, and sampling time

% Overall number of sampling time steps
n=2000.
% Sampling instance (i.e. p integration time steps per sample)
p-=-6:

% Integration time step (hrs)

"% T is the sampling duration required in the integration of the equations
"% of motion that define the dynamics of the processes involved in
"% regulating temperature, humidity, pressure and composition.
"% Simulation for n integration steps
T=0.004167;

% Setting up the time vector
time= Il:n*p -t- 11;

time =time*T;
% Running the simulation for n samples
for k= I:n;

% The simulation will run for p integration time steps prior to sampling
% and evaluating the data for parameter estimation and control input.
p=66;

r=p-I:

for i=p*k-r:p*k

xl x(•l.i);
x2.= x (2.i);

x3 x(3,i);
x4=x(4.i);
x5= x(3,i) + 273;
x6=u4,i)+281.33:
xT=u(4,i)+8.33"
u I = u( I .i);
u2=u(2,i);
u3 =u (3,i)
u4=ui4,i);

80



u5 ut5. 0);

% Change in the set points at t=5 hours

% ifi> 1200
%e xset= 15 .09-0,444653, 21.10.0155371,

% end;

. *****.a***................

% Incremental increases in metabolic loads

i if i> 3000

" H-20= 1:
"% qh=3000;
"% 02=0.8:

"% end:

* if i >6000
% H20= 1.5.

% qh =4000:

% 02=1.1I

c end;
% if i>9000

% H20= 1.7:
* qh 5000;

% 02=1.5;
% end:

% Calculate the partial pressure of H20 in the exit stream of the
% CHX

Pstar= 10-(28.5905 -8.2/2.306*log(x6) + 0.002484"x6 - 3142/x6);

if x3 < x7

Pstar=0.0:
end;

% Calculate the heat of vaporization of the moisture in the exit

% stream of the CRX

Hv=2213:

hvap I = 13.1 I - log(Pstar*0.9869))*R/I8.02*x6;

% Calculate the humidity of the CHX exit stream

we= 18.02/(4"x2 + 28 + t8.02*x4)1(100*Pstar/(x I - 100*Pstar));

% Calculate tne enthalpies of the entrance and exit gases of the CHX

CpTI =x2*(al*x3 + bI*x3'2) + (l-x2)*(a2*x3 + b2*x3-2).
+ x4*•( a3*x3 + h3*x3^2);
CpT2 = x2*(a I *x7 + b I *x7-2) + (I -x2)*(a2*x7 + b2*x7-2)

+ we*(a3*x7 - b3*x7-2);,

% Calculate the change in sensible heat removed across the CHX
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dlh =CpI"2- CpTI1:

I~ Calculate the chanee in absolute humiudity acrLoss the t7-HX

Jelw =we -,(4:

Lf dedw >0
eldW =0.0;

end;

r~ Calculate the latent heat removed across the CHx

dell =delwahvap 1;
Aelh20 =u5/(l *- x4)*delw-

% Calculate the total heat removed across the heat exchanger

delchx =u5/( I - x4)*¶delh +dell),

% Calculate the fumnction Q

Q =(x2*(a I - alI*x3lx5 + 2*bh1 x3 -h I*x-2,'xS) -- (Il-x2)*¶a2 -

a2*x3tx5 + 2*b2*x3 - b2*x3-2Ix5) -t- x4*(- Hv:'t5 + &3 - a3*x3/x5
2*b3*x3 - b3*x3^1/x5)).

"% The following code calculates the change in the st~ate variables given previous
"% states and current input

"% The following is the mathematical representations of the matrices
"% F, Gand H.

F= 10.0.x 11x5.0; -x2/xl .Q.x21x5,x.21(l + x4); -fx2*a 1I ..
UJ + bl~ttY2) + (I-x2)*(a2*x3 + b2*x3^2) +- x4*(Hv + a3*x3 +

b3*x3'2))I(xl*Q), -(a14 x3 +bl*0Y2- a2*x3 - b2*x.3^2)/
Q, 0.-((-l/(l + x4))*(x2'*(al~x3 + bl~x3'^2)+ (I - x2)*.;
(a2*x3 + b2*x3^2)) + Hv + a3*x3 + b*xYZ - (x41(l + ,t4))*(l-lv +a&3*...;
03 + b3*x3^2))IQ; -l/(xl*(11x4- 1I(x4+l))),0, IJ(x5* .
(Il/x4 -1 /(x4+l))).01;

G=(R*x5/((4*x2 +- 28 + x4l18)*Vc)*(u2 + u3 - ul. +deffh20);..
(I + x4)*R1x5/((4*x2 + 28 + lg*x4)*Vc*xlV*(u2- x2* .
ul1); (1 + x4)*R~x5/((4*x2 + 28 + Il8*x4)*Vc*xlI*Q)*delchx;,.
iI + x4)*R*xS/((4*x2 + 28 + lS.O2*x4)xl~x4*Vc*(l/x4,.

H=(R~x5/((4*x2 +28+ lg~x4)*Ve)*(-02 +- H20 + mleakt: RaxS*(l + x4)
I((4*x2 +28+ 18*x4)*Vc*xl)*(x1*n-leak- 02); R*l + x4)*x5/((..;
4*x +28+ 18a54)*Vc*xL*QOJ(qh+ qtn + H20vap);, R'x5*(l + x4)/(((
4*x2 +23 +l8*x4)*Vc*xl*x4*(l/x4- lI(x4 + 1)))OH201;

% The following sequence will calculate the change in x over the
% integration time period

xdot=invleye(4)-F)*(G + I-f);
.'o:,i+l1)=x(:,it + xdot*T;
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end

r The followine code will calculate the variables utilized in the recursiv~e Ieast
%c squares algortthm and will vary the steady state control inputs for the first 300
`ý integration time steps in order for the parameter matrix to convergee

if 'ý 300

Z= XIl :. iI J-Xset.
V =ul:iJ-uset:
phi = z~vV.
zdot :.i) =xdot;

% The following code calls the recursive least squares subroutine tor

[th Iq I.~ I = rlsthl .q I .phi~zdot Ii));
[th.'.q21 =rls~th12,.q.phi.zdotl2.i));,
Ith3,q3 I = rls(.th3.q3.phi.zdot(3.i));
[th4.q41 = rls(th4.q4. phi, zdot(4.i0);

-% w% .1) represents the diffference between the estimated states and the actual
c% output signals

N :,wl=phi**Ith l.thZ.th3.th41)'-xdot:

%~ Random variation in steady state inputs

uc2.ki-t l)=u(l)+0.O5*rand;
u!3.i+ 1)=u(3)+0.05*rand;
u{4.i+ l)=~u(4)+0.Olarand;

u(5.i+ l):eu(5)+5arand;

end

% The controller is turned on at integration time step greater than 300. The
% recursive least squares parameter estimator is left on line for contimued
"Ic system identification.

if i > 300
z=xt:.i-. l)-xset:
v =u(i ij-uset.
phi= Iz'vT'
zdot =xdot;

fthlI.ql Ii =rls(thl .q I phi~zdot( I)):
Ith2 .q21 = rls~th2,q2.phi.zdot(2));
(th3,q31 rls(th3 ,q3,phi~zdot(3));
I th4,q41 = rls(th4.q4,phi.zdot(4));
a= th 1(1:4)';
th2(Il A4)'
th3(l:41':
th4(l :4)1:ý

b = th l(5:9)%
th2(5:9)

th3(5:9)'I;

% Linear quadratic Regurlator implementation
%7 The q vector is for the states relative weighting and c vector for the input
% relative weighting
q =3 [7,0AO0;0, I 8W00 .0;,0, l0,0;0,0,0401;
c =1.01 ,0'0.0.0;0. 0.0. 0'00;0.0,. I ,0,0;0,0,0,0.0 I,0:0,0.0..0. 101;
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%Control law implementation Ahere n is the snin inatrl'(

'7 Constraints on calcuhited inputs

end

if U21ý1

end

if u3i1
ut3.i =) 0,0:
end

if LL(4, -t- I i< 0
u(4.i-+ 1) =0.0:
end

if U(5.i +-1)<O0
u(S,i+s 0)=00-,
end

if U Ii+ ) > Umax( 1)

end

it u(2. i+ 1) >umax(2)
u12,i- l)~umax{2);
end

if u(3.i + 1) > umax(3)
u(3.i + 1) =umax(3).
end

if u(4.i + I )> umaxt14)
u(4.i + 1) =umax(4):
end

itf u(5,i i-tI)> Limaxi 5)
U(5.i + I )umax(s);
end

end:
end:

% Plots of states versus time

plot(time.x(I .:));
xlabel('Tjme ihours)')
Ylabel(Pressure dcPa)')
title('Chamber Pressure')
meta bhmnI;
pause;
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ploutime. x(2.:
xiahel('Time ihoursi')
Ylahel- '> s Fraction ktOZ 02D-r. Atri')
titlei 'Mass Fraction of 02')
meta hhmZ:
pause.

p100tuime. 3,:j
\labelt'Time %hourso)
ylahel( Temperature (C)')
title (*Chamber Temperature'
meta bhm3:

plotatime~x(4.:i))
.'dabeW Time (hours)')
)iabelC Absolute Humidity (kg H2O'kL, dry, aar-O
titlwt'Chamber Humidity')
meta hhm4.
pause.

5c Plots of inputs versus time

xIabei('TIme (hours)')
ylabel('Vacuum Flow Rate (kgihr)')
titie('Vacuum Flow Rate')
pause;

plot(time.u(2.:))
clabel('Time (hours,')
ylabel('Oxygen Flow Rate ýkglhr)')
title('Oxygen Flow Rate')
pause.

plot(time,u(3,:))
xdabel('Time, diours)')
ylabeh' Nitrogen Flow Rate (kglhr)*
titlef'Nitrogen Flow Rate')
pause:

plot(time~u)4,:))
xlabel('Time (hours)')
yiabeh 'Temperature iC)')
title('CHX Entrance Temperature')
pause:

xlabel('Time idours)')
ylabel('Air Flow (kglhr)')
title{'CH'X Air Flow Rate')
pause:
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ftinction tthnew. Qnewl = rs(thold, Qold. phi. zdot)frinction Ithnew, Qnewt=rlstthold. Qoid. phi. zdoti

SRecursive Least Squares for estimating the row s of the A and B matnces.
' th = parameter vector (in our case 9 by 1)
% Q positive definite matrix (9 by 9). Initialize it at Q=aipha*eveti9),

"with alpha a small positive number f sey 0.0001
"c phi-9 by I vector = [zI(t)....z4(t.vlmv ... v5(t)'

Qnew -Qold + phi*phi':
P=invlQnewp.
thnew = thold - P*phi*(zdot-phi'*thold)

end % rls

2. The second section presents the model and Fortran computer code utilized
in the development of the direct adaptive control routine [Ref. 131.

a. Modified Matlab Model

Program cerc.m

% This program is a simulation of the temperature, composition.pressureana
% humidityof a Controlled Environment Research Chamber that is currently
,% undergoing renovation at NASA Ames Research Center located at Moffet Field.
V% CA

% The variables utilized for state definition and control are as follows:

% x(l) = Chamber pressure (kPa)
% x(2) = Mass fractiotn of 02 in dry air

% x(3) = Chamber temperature (degrees C)"Vs x(4) = Chamber absolute humidity (kg H20/kg dry air)
"% u(I) = Vacuum flow rate out of chamber (kg/hr)
"% ui2) = Mass flow rate of oxygen into chamber (kgihr)
"% u(3) = Mass flow rate of nitrogen into chamber (kg/hr)
"% u( 4

) = Coolant stream entrance temperature into CHX (degrees C)
"% u(5) = Air flow rate from chamber into CHX (kg/hr)

"Vs The following are variables that are utilized in system defintion:

%s U = Heat exhsanger performance parameter (KJ/m'2-C)
"% A = Heat exchanger area (mA2)
" mc = Coolant flow rate across CHX (kg/hr)
V7 R = Universal gas constant 8.314 kJ/kgmole K
% Vc = Chamber volume (m^3)
% mleak = Leakage of ambient air into the chamber (kgihr)
% xl = Mass fraction of 02 in ambient (outside) air
%, 02 = Human consumption of 02 (four persons) (kg, hr)
"% H20 = Human production of H20 (four persons) (kg, hr
"% qh = Human sensible heat load (four person) kJ/hr)
"% qm = Machinery/miscellaneous sensible heat loads (IJ/hr)
"% yap = Heat of vaporization of R20 from human in chamber-2287 U/hr
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% hvap I = Heat of vaporization of 420 in CHX exit stream
% hv = Heat o' vaporization of H20 ? 2? - 213 k: hr

Q0 = Matrix constant

Sx5 = Chamber temperature in degrees K
x 6O = CHX air exit temperature in degrees K

% a l.a2.a3,b l.b2.b3 = Coetficients of heat capacities tor
:hamber constituents tO2.N2.H20O

% The simulation of the multivariable. non linear equations A di he
set up as follows:

% xdot= F(x)*xdot + G(x.up - H(x.wj;

% Solving foi xdot:

% xdot= invl-Fix))*Gtxu) - inv(l-F(x)f*H(x,w)

% Setting the initial conditions of the states and control vanrables

x = 134.464- 0-63420;21 1:0-023791 I;
u = 10.0025:0.3856:1.

7
2e-3:1.5;10001;

% Setting the other variables

Vc = 157:

al 0,9324;
a2 = 0.90468:

a3 1.831;
bh = 0.000184.
b2 0.000204:
b3 0-000744:

qm 8586.33,

R - 8.314;

xl 0.2344:
yap = 2287.0:

hv = 2213.0;
mleak = 0.0025:

% --------------------------------------------

% Overall number of integration time steps

n 1200;

p 6:
r p-I;

% T is the sampling duration required in the integration of the equations
% of motion that define the dynamics of the processes involved in

% regulating temperature. humidity. pressure and composition.

T = 0.004167:

time = II:n*pl+ 1;
time = time*T:
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% Simulation for n integration steps

,,r k = I n;

,t k-2 < 0
'= 0A

delete tkme.dat.'
tprintfi'time.dat'. '-re'. t)
I run Ifitnnrmtlablbruce3

end;

% The simulation will run for p integration time steps prior to sampling
"i and evaluating the data for parameter estimation and control input.

tor i = p*k-r:p*k

021 0.3856;
qh= 2213;

H20 = 0O67;
05 = 3,i) " 273.
x6 = ut4.i) i- 281 33;

x7 = u14,i) + 8.33;

KI = X( I, );
S= XI2,i);

3 = x(3.i);

x4= x(4.i);
ul =u(l.0

u2 = u(2,i);
uJ = u(3,i);
u4 =u(4.i;

u 5 u(5,i);

% Calculate the partial pressure of H20 in the exit stream of the
Il CHX and the accompanying heat of vaporization

Pstar = 10^('8.5905 -8.2/2.306*log(x6i + 0.002484*x6 - 31421x6):

"% Calculate the heat of vaporization of the moisture in the exit
"% stream of the CHX

hvap I = d13.l1 - log(Pstar*O.9869))*R./I 8.02*x6;

if x3 < x7
Pstar = 0.0;

end.

"% Calculate the humidity of the CHX exit stream

we = 18.021(4*x2 -t*28)*( IO*Pstarl(x I - 100*Pstar);

% Calculate the enthalpies of the entrance and exit gases of the CHX

(CpTI = x2*(al*x3 -t bl*x3^2) + (I-x2)*fa2*x3 + b2*x3'2)...
+ x4*(a3*x3 + h3*x32);

CpT2 = x2*(al*x7 + hl*x7^2) + (I-x2)*(a2*x7 + b2*x7'2)
+ we*(a3*x7 + b3*x7'2);
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%c Calculate !.he chanee in sensible heat removed acýross inoe CHN

Jelh = Cý7--(pjTI.

itdelh 0:O
delh = 0 0.

'~Calculate the :,Ian"e in abs~olute hunttdity across mhe C-HX

delw =we -x4;

if delw > 0:
delw = 0.0:

end;

%Calc:ulate ti~e latent heat removed across the CHx

dell dei Jcýhvapl.
.ielh2o =,u3, I - x4fl*deiw:

Ic Calculate the total heat removed across the heat excah-nger

,ielehx = u,-t I + x4)*(delh ý dell):

if delchx > 0
delchx = 0.0.

end;

'/e Calculate the fuinction Q

Q = 5*~-al*.30ix5 -~2bl\3 - + - -C,'*
ta2 - a2*x3/xS - 2*h2*x3 -b2*x3^2/0t) + W4(-hv~xS -

03 - a3*ot3/x5 -+ 2*b3*'x3 - b3*x3-2/'xS))-.

% The following is the mathematical representations of the matrices
%* F. G. and H .

F = 0. 0. xtl~x,5 0: -x.2/xl. 0. x21x5. x2/(l + x4)-. -1x2*..
(alI*.x3 + blI x3^2) + t1 - x2)*(a2*x3 + b2l*x3^12) x4
,hv -- &3*x3 + 63 *x3'2))/(x I*Q). - (a I*x3 -ý blI*x3^2 -

A2*x3 -h2*x3-'2)/Q, 0, -((-lIf/N - x4))*(x2*(a I*x3
hI *x3':!) il - 5*a*3+ h2',t3-2l) - a3*x3 -

b3*x3~2-. hy - i,dIl(l +, x4)t*(1-v + a3*x3 + h3*.x3'2)i/Q;
lIdxl*, x4 - lfx4 -. IM,) 0. 1;(x5*( I/x4 lItx4 + 11), 01;

G3 [ R~x5'f(4*x2 ý 8 + x4*l81*Vc,*0i2. - u3 - til 4- deth-lo
I-x4)*R~xS/((4*x2 + 2-8 + 18*x4y*Vc*x 1)(2 2

ul); (I -i x4)*R*x5I((4*x2 + 28 + 8 4
)Vx*tdeh:

(I -~ -x4iR~xS/((4*x.2 + 2.8 + 180*4*lx4V*I!4

+ 1:.'x4 + I ))y*u5l( I + x4)*delwl;

H =fR*xrt((4*x2 + 28 + 18*x4)*Vc)*(.02 + H20 +- mieak):
R*xS*(l x4j1((4*tt2 + 28 + 18*x 4

)*Vc*xl)f(xlmleak. 02):
R1l 4- x4)*x/o1(4*x2 + 28 + l8*,t4 )*Vc~xl*Q)*(qh + qm+
H2O*vapt; R*x5*(lI x4 )/((4*x.2 + 28 + 18*1t4)*Vc*x I*x44

(d/x4 - 1. (x4 + I )0*H201;

SThe fn~lowing seqluence will calculate the c:hange in x over the
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integration time period

ki:i AL x i - xj't*T.
U, 1 .Il L.

17c The tollowing sends the :urrent value ot .x into the fortran parameter
%~ estimation and adaptive control routine. written hb% Dr. Cory Finn. Lhat hias
Ic been adapted for this for this particular control problem

del v dat:*
Y = Ki:. -j

1
).

tprintf(y -dat'. '%e'. )yi I))
tiprrntfi'y.dat'. '% it. V()

t~pinntt'y.dat'. Te'. N'14)).

c The following sends the time step cur-rently in crtect to the Fortran progiram

del titne~dat:*

Iv The output of the routine is the new control inputs that minimi~ze the
Sbetween the estimated next value of xt and the setpoint.

'run Ifisin.matlab~bnuce3
load inp.dat
LI):.i-+ 1) =inp,

C if k > 25
%7 ut:.i- 1) = fO.00215:O.3856:l.72E-03;O;12001;

Sr end;

end;

copy [finn. matlablbr2.dat [tiinnmatab jbr u .dat

*copy (finn.matiablbr3 .dat Ifinn.matlablbr-e~dat

del [finnrnadajblbrl-dat;*
del lfinn.matiabjbr2.dat;*

*del Ifinn~matlablbr3.dat-;

b. Fortran Code Listings
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1. Main Program

(Z........................................... w ..... . . . . .. . . . . . .

---------------------------------------------- -------- -
----------------------------------------------------------

C.
C BRUCE'-PL-ANT7 EFFECTIVE 10 29 P2
C
C ---------------------------------------------------------
C----------------------------------------------------------

INCLUDE' FIFNN %II.%OICOMtNON StIMO

C----------------------------------------------------------
c
C INITIALUZATIONTOF VEERIABLES
C
C --------------------------------- ------------------.--.................

KN = .4

INCLUDE -'FINN.PtANT1CAND.PLANrM

OPEN(20.TFILE A FINN MATIABITIE E. DATSTATUS = OLD SHAREDI
READf20. * TIME

CLWSE(20)

IF (TIME.EQ.0.0) THEN

ITER = I

OPEN(20.FILE-= [FNN.MATLAB! STORETSS2. DATSTATU S = 'UNKNOWN")
READ(20., ITMER.((Y(1.1)J= I.HDI LI-I.K .
a Af0(U ITE.((Y(I.J ),I=I. I. .KM),

((TH ETAII,)J=I .HDI).I=I. M).
@ •(P](I.J.!= 1.HDI ).l I .KMN

@ ((UIMATRIX(I.J.K).K I.HDI).J= 1.HDI .I I .KN).

@ i DMATR1X(L.J).J = I.HDI)I= 1 .KN).
LAMDA(I).I = I ,KN)

CLOSE(20)

C DO SO J= I.HDI

C YdI.11 = 34464/10.0
C Yr2.J) = 064937"10.0
C Yf3IJ = 2I.1;i0.0
C Y(4.1) = 0.023279*500.0
C UIlJ) = 0ý0025"I000.0
C U(2.J) = 0.3856*10.0

C U(3.1) = 0.0017201000.0
C U(4.1) = 1.51.0
C U(5.J) 1 000011000.0
C 50 CONTINUE

C DO 65 1= LKN
C DO 60i=[.HDI
C DO 58 K=I.HDI
C UMATRIX(I.J.K) = 0.0
C 58 CONTINUE
C DMATRIX(I.J) = 1000000.0
C UMATRIX(I.J.1) - 1.0
C PH1(1.1) = 0.0
C THETA(IJ) = 0.1
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C 60 CON11NUE
C C-5 CONTINUE

C LAOMDAM J
c ý-AIDAý21 0

L rJDA(4) 0

(C GOTO I QO

ELSE

OPEN(20. FILE= '[FINN MATLAB ISTORE- DATF STATU S UPNK~NOW'
READ(20.') ITER.((Y(If)l.= 1,HDI ý,l = I LN).

t(UdLh.. = L HDI) I = IA.KM.

a HETII.J)iJ=1. HDI).I = 1,KN).

(UMATRIX(I.JK).K lHD 0.1 =1 HDI I i= KI N,
'DMATP1X(I.Jh.l -I -HD . =I.KC).
LAMDAf b. 1= I. IN

CLOSEBZ0ý

END! F

C

C SET PROCESS AND R.EFER.ENCE-MODEL PARAMETERS
C
C ---. - ----- -------.----------------------- --

NA(1) 5

%Ml() 6
NMOD(2) = NA(2) KMNI*NB(2)

NA3 = 5

'.tWf) - 6

NMOD(3) =NA(3) + - l~B3

4A(4) -
MBW4 - 6
NM~OD(4I - NA( 4) - KM*MB 4)

LAMDAMIN - 0.000001
{MMORYLENGTH = i.0

SAMPLEITt{E 0.025

"C TINTT(I) = I.2*NMOD(I)*SAJMPLET~fl
"C TINITM = 1.2*NM~OD(2)*SAMPLETOmE
"C T1IMT(3) - I .2NMODI3)*SA~dJ'LET~lfl
"C TINITc4) I 2*NMOD(4)*SAMPLETfl4E

TPRED - 6

YHI(I) = 103.0110.0

YLOt1M 34.0110.0

YHI(2) = 064*l0.0
YLO(2) =0,22*10.0

YHW() =29-44/10.0

Y LO3) 15-55110.0
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Yb014) = 03975:*5O0 0

UHmill) W001000.0
.i-OD jl)'0000O

USTE~i I 1 0*1000 0

io[ 0*10.0
ýJO~ ) 0110.0

USTEPt2 0*10.0

C141t3 10 01000.0
ULL43i 0.011000.0
(USTEPt3Y= .0*10000

UUD14i 0.0'i.0
USTEPf4)= .01.

UHI~s 2 500.0;1000.0
U L0. 5) 1Q0~ 1000.0
LSTEPS,) -:00.011000.0

SEM=34464l00
SET(2) 0 64937*10.0
SET(3i = -LIA 100
SET(4) = 0.023279'500-0

[F fTINIE.GE.S.0) THEN
SETMl = 51.69/10-0
SET(2) = 0.437851*10.0
SET(3) = :1.1.,10.0
SET(4) = 0.015537*500.0

ENDIF

C
C PLANT OUTPUT. PARAMETER ESTIMATION AND CONTROL
C

'00 CONTINUE

OPEN(20.FILE= - FINN. NATIABIY. DAT'.STATUS = UNK.NOWN'.SHARED)

(CDS E2 0)

Yf .11 = Y(l. 1) 10.0
Y(ý.I) Y(2.I)10.0
Y(3.1)= Y(3.1)'10-0

"C IF MTME.LE.TINIT(I)) THEN
"C U(I.1) - 0.0025+NRAND(1TER+10)*0.0010)*1000.0
c Uf2.1) = 0O3856.,.RAND(ITER+20)*0.0010)* 10.0
"C Ur3.1) - 0.00172-NRAND11TER±30)=o.0o10)-10o0.0
"C U(4.1) h1.S-+NRAND(ITER+s40)*0.0IQ)*1.0
"C 125.1) - f1000.0+N1RA14D(1TR.50)*10.0)ilO00.0-
"C ENDIF

DO) 110 I=1.NAml
PHhI( , Yi I.NAM )±2-1)

110 CONTINUE

DO 115 I= l.NA(2)
P1(1(2.f) - Y(2.NA(2)+2-1)

115 CONTINUE
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DO 120 1 = .NA(3)
PHI(3-1 = Y,3.NA(34-2-h

i20 CONTINUE

D12! l=i-SA(4
PHi4li = Yf4.NA14i-'-l

!'I CONTINUE

DO 125 K = .KN
DO 122 I= I.MB K)

PH) K. I - N A K)) -U (I.-MR(K) - 2 -1)
PH1(K.1+NA(K)+NIB(K))= W2.SilNIB~-2-t
PH3(KA -.NA(k)4ý-2MNB)K) = UO3.IB(K) *2-il

PHI(K.1 -NAIK) +3*N¶WK)) = LUt4,MBK 2-it
PHI(K-I+NAtK)-.4'N§BK)) LSU(.]B(K)-: 1)

122 CONTINUE
125 CONTINU.E

CALL MU LTI I)
PREDERRORdI) =i CC

:ALL MU LTi 2)
PPEDERROR(2) = Y(2. 1)- CC

CALL M1LT(3
PREDERROR 3) = Y(3, I - CC

CALL MULT(4)
PREDERRORW4 = Y(4. 1)- CC

CALL UDU 1)
CALL U;DU(2)
CALL UDU(3)
CALL UDtJ(4)

C 130 IF (TINIE.LE.T1Nrrf I))Goro 140

135 DO 138 1 = LHD3
DO 1371=1,HD3

DIOPH(dJ) = 0.0
137 CONTINUE
139 CONTINUE

CALL DIOPI4ANTINE( 1. 1)
CALL DIOPHANTENE( 1.2)
CALL DIOPHANTINEtI .3)
CALL DIOPHANT[NE( 1.4)
CALL DIOPHANTINE 1.5)

CALL DIOPHANTINE(2.1)
CALL DIOPHANTINEt2.2)
CALL DIOPHANTINE(2.3)
CALL DIOPI4ANTINEt2.4)
CALL DIOPHANTINEt2.5)

CALL DIOPI4ANTINE(3. 1)
CALL D1OPHANTINEt3.2)
CALL DIOPHANTiNE0 .3)
CALL D1OPHANTINE(3.4)
CALL DIOPHANTINEM3S)

CALL DIOPHANTINEf4. 1)
CALL DIOPHANTINEI4.2)
CALL DIOPHANTINE(4.3)
CALL DIOPHANTINE)4,4)
CALL DIOPHANITINEC45)
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CALL TABLAU

Uil•,11 LTNEWI1)
UI = UNEWIý)
U 3. 1) - UNEWO3)
Uf4.1) = ý:NEW14)

140 CONTINUE

CALL DISPLAY

DO 150 I=1,KN
DO 1.45 J=HDI '.-1

Yd.J) = Y(I,-I)
145 CONTINUE
150 CONTINUE

DO 160 1 = 1.KIM
DO 155 J=HDI .2-1

Udt.1) = UIl.J-iJ

155 CONTINUE
160 CONTINUE

ITER = [TER I
'F(ITER.GE.900i TER = I

190 OPEN(20.FILE= "[FINN.MATLABISTcRE. DAT' STATUS = UNKNOWN')
WRITF(20.*) ITER.( Y(l.f).J=I.HDI).I=lKN).

@ (U(I.J).J =I.HDI).I= 1.KM').

,a i(TlETH-TA(aJ).:=I.HDI).I=I.KN).
S ((PH](I.J).J = I.HDI).1= I .KN).

@ MUMATRD((I.J,K).K= 1.HDI).J= 1.HDI).I= I.M-N.

v ( (DMATRIXfl.J).J= IHDI).I= ,IN).
a ( LAMDA(D.=l.IKN)

CLOSE(70)

OPEN(20.FILE= 'fFINN.MATLABIINP.DAT'.STATUS= 'UNKNOW N'.SHARED)
WRITE&20.*) U! 1.)D,1000.0
WRITE(20,.) U(2.1)/10.0
WRIT'J20.") Uq.),.A 1000.0
WRITE(20.*) U4.0 1/I .0
WRITE(20. *) U(5.1 1000.0

CLOSEM20)

009 END

C -------------------------------. ----- -------

C-----------------------------------------------

SUBROUTINE DISPLAY

C ---------------------------------------- ---------

C ------------------------------------------------.------------------- - -

INCLUDE I FINN .MIMOICOMMON.NMIMO'

C --- . ..----------------------------------------------- .....--- - - - -. -

C PRINTI. MAE. Y(I. )010.0. Y(2.1)il0.O. Y(3.1)*100.
C @ Y(4.1)/500.0
C PRINT2. U(I.i)/I000.0.U(2.i)/i0.0. U(3.1)/1000.0,U(4.1),I 0,
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U, i• 5. 1), 1000.0

C PRINT3. PREDERRORti'. PREDERRORf2i. PREDERRORt3). ?REDERROR,4,

SFORMATC 4F12.4. F!: 5ý
2 FORNLATi *. SF12.4
3 FORMAT" . 4FI2.4i

OPEN(20. LE= 'IFLNN.MtATLABIBRI.DAT.STATIUS = \NKNOWN"
jo ACCESS= 'APPEND')

OPENi21.FlLE= IFINN ,MATLAB8-BR2.DAT'.STATUS= •I NKNOW ,N '
ip ACCESS= APPEND')

OPEN(22.FILE= -IFINN MATLABIBR3.DAT'.STATUS = UNKNOWN'.
S.ACCESS= 'APPEND')

WRITE(20.10) TIMIE. Y, 1.1)'10 0. Y!?.! 1• 0 0. N'13.1)*10 0.

& Yt4.1f,500.0
WRITE(21.1L TIME. Ui 1.1) 1000.0.U(2.1). 10 0. U(3.1) 1000 0.

4 U(4. 1), 1-0. UIS.ýI il 1000.0

W RITE 22.13) TLME. PREDERROROI). PREDERROR)2). PREDERROR 3.
, PREDEIRRORi4)

10 FORMATC *. 4FI2.4.FI2.6)
11 FORMAT( . 4FI0.4.FI44)
13 FORMAT '. 5E14.4)

CLOSE201
CLOSE(21)
CLOSE(22)

RETURN
END

INCLUDE 'IFI4N.MtMO MULT.MMtIO"

INCLUDE j[FINN.MIMOIUDU.MIMO'

INCLUDE "FINNMIMOIDIOPPH_CPLD.MIMO'

INCLUDE '[FINN.MIMOITABLBRUCE2. MIMO"

INCLUDE '[FINN. MIMOISIMPLEX.MIMO'

C ------------------------------------------ -----------

C --------------------------------------------

2. Subroutines

-C ---------- ----- --- -------------- ------

C ----. . .. ..--- -----....... ....

C
C N'ULT.MIMO2 EFFECTIVE 8/17189
C

c--------------------------------------- ----- --- ----
C ---------------------------------------------------------

SUBROUTINE MULT(KK)

c -------------------------------------------
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C ------ ------------------ - -----------

!NCLUDE 'I F!NN. SIMOICOMMON IMO'

:NTEGER KK

.- ----------------------- ----------------------- ...--- ----- .- - . . . . . .

CC = ') 0

DO 350 1= I.NMODiKK)
CC = CC - PHI(KK.I'TI-IETAiKKJ)

350 CONTINUE

RETURN
END

C -----------------------------------------. -. ---------------------------

.............................. ....... . .......

C
C UDU.MMO2 EFFECTIVE 8,17!S9
C
C -------------------. - .- .-----------------------------------------------

SUBROUTINE UDU(KK)

C ................................................................-- - -
C ---------------. - .-----------------------------------------------------

INCLUDE [FINN.WIMOjCOMMON.MFMO'

DOUBLE PRECISION F(HDI. G(HDI). BETA(HDII
DOUBLE PRECISION NU(HDI). MU(HDI). LGAIN(HDI). ENTRY

INTEGER KK. ROW. COLUMN

C ................................................... . ..................

DO 405 ROW= I.NMOD(KIX
ENTRY = 0.0
DO 400 COLUMN= I .NMOD(KX)

ENTRY = ENTRY - UMATRIX(KKCOLUMN.ROW'*PHI(KK.COLUMN)
400 CONTINUE

F(ROW) - ENTRY
405 CONTINUE

DO 410 ROW - I.NMOD(KK)
G(ROW) - DMATR.1O=.ROW)'FfROW)
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410 CONTINUE

TRD = 0 0
BETAtIU = I O

DO 415 J= 1.NMOD(KK)
BETA41I1) = BETAOI) - F.J)*G¢)
TRD = TRD + DMATRIXiKK.J)

415 CONTINUE

MEMORYLENGTH = TRD
LA.MDA(KK) = NtEMORYLENGTH" ME.MORYLENGTH '- PREDERROR KK

i BETA(NMOD(KK) -- Im))
[FrL-"MDAiKK). GT.I.0 LAMDA(KK) = 0
IF LA-MDAIKK).LT. LAMDAMIN) LAMDA KKi LAMDAMIN

BETA( II = LAMDA(KK)

DO 425 J= I.NMODfKK)
BETAO +DL) = BETAIJ) a- F(J)0G(f
DMATRIX(KK.J) = BETA(j•)DkMATR[X(kX.Jf, (HETA(I 1+ *L-MDA(KK0
NU(M) = GMJ)
MUM) = -Fd),/BETA(J)
IF(J.EQ. I) GOTO 425
DO 420 1= 13-I

UMATNEW(,) = UNIATRIX(KK.I.y) - NUiM*MU1)
NUMI) = NU(I) + UMATRIX(KK.I.J)*NU(q)

420 CONTINUE
425 CONTINUE

DO 435 I = I.NMOD(KK)
LGAIN{I) = NUfIl'BETAtNMOD(KK)ý-1)
DO 430 1= I.NMOD(K.K)

UMATRIX(KK.I,J) = UMATNEWI.,)
IF(I.EQ.I) UMATRIX(KK.I.J) - 1.0
IF(J.LT.1) UMATRIX(KK.Ii) = 0.0

430 CONTINUE
435 CONTINUE

DO 440 1=1 .NMOD(KK)
"THETAdKK.I1) = THETAfKK.D * LGAIN(I)*PREDERROR(KJC)

440 CONTINUE

RETURN
END

C ---------------------------------------------------------------.. . . .
C --------------------------- -----------------

#s.......................... * ft * t S * SS .......................... f S...
C------- ---- ----------- - ----- -.- ---------

C -------------------------------------------------
C
C DIOPHCPLD.MIMo2 EFFECTIVE 8,17189
C
C ... .. .. ... .. ... .. ... .. .. ... . ... ... ... . ... .. .. ... .. .. ... ... . ... ... ... ..

SUBROUTINE DIOPHANTINE4KY.KU)

(-------- ------------------------------
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C ......... ...............................................--.- -

!NCLL'DE "!FINN MIMOiCONIMION 1'%IMO

lxDUBLE PRECISION 'HrHDIlh SkHD3.HD3). CONSTANT, HD30
INTEGER KY. KU. M4. N. DMAX. DMIN

C

C NITIAUZE THE VARIABLES
C

I= NAKY)
N = MBEKY

DMIN = i
D.%.A_\ = k(WKYý

DO 510 1= I.HD3
DO 50011. HD3

S1i,.1 = 0.O
500 CONTINUE

CONSTANTiri = 0o
510 CONTINUE

DO 520 1= t.M
THWI) THETA(KY.b

520 CONTINUE

DO 521 I=M4+ I.%N
TH(fl = THETAiKY.N-iKU-I.-h

521 CONTINUE

THIM.N ÷) = o0

C ......................................... . ............................
C
C CALCULATE THE AL.PHA S AND BETA'S CORRESPONDLNG TO
C THE PAST OUTPUTS, PAST INPUTS. AND FUTURE INPUTS
C FOR THE PREDICTED Y*S FROM Y~t+l) TO Ylt÷+"T)

C

C ................................................................

DO 530 =I.N+M
S(I.) THtI)

530 CONTINUE

C S(I.(M+N +TPRED-+ I)W= TH(M+N+I1
Stl.rNM-NTPRED+)) = 0.0

DO 580 I=2.M
DO 550 1=-I.(M+N -TPRED)

DO 540 K= I.(I-I)
S(l.J) = S(I.J) - TH(M-I+K-I)*S(K.J)

540 CONTINUE
550 CONTINUE

DO 5601JI.M
Sfl.J) = S(I.J) + TH(J-I +I)

560 CONTINUE

DO 570 J=I+M,.(I+M+N-I)
S(.I) - S(I.J) + TH(J-I +)

570 CONTINUE

580 CO'NVN:E
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DO 620 1=N.1- Ir, PREO.1
1X)600J=I'l-.N-71"REDi

4Qo CONTINUE
,,4 CONTINUE

DO " 1= -M) I -"
S-I, = I j- 7HJ-1 -.

"I.) CONTINUE
-)20 CONTINUE

DO 624! - 2."'

S,1j.%-N -TPRED--i# StI.A1-N-TPRED-li
is - THMIS(OIJh NI-N -TPRED- ll

1)2 CONTINUE

524 CONTINUE

D06:81=,%-l.i.TPRED-I;
DO 626 J = l.NI

5(1.ýMNI+~-TPRED-1-I= SI.4,kIN-TPRED-I-

.6 CONTINUE

623 CONTINUE

C -- ----------------- ---- ----

C
C CALCULATE CONSTAINTS FOR TME CONSTRAINT EONS
C
C ---------------------------------------------------------

IF tKUGE.2) GOTO 680

DO06501 I= [.TPRED-- 1
DO 630 J= NI.

CONSTANTtb - CONSTA.NT(D - Sd.JjPHI(KY1i
,530 CONTINUE

DO 640 J= -M - I t.11 - DMAX)
CONSTANT(T) = CONSTANTiD) - SI1.bPHDiKY~j)

640 CONTINUE

CONSTANTfII - CONSTANTII) - SLiM - N - TPRED- !

-)50 CONTINUE

DO 670 1I-I. TPREI)
DO 6WI -I. .TPRED

DIOPH(TPRED*(KY-b.1) = l Sd..- IJ +M-.-DMAX)
660 CONTINUE

DIOPH(TPREDI(KY-I)-l.KM4'1?RED+ .I = CONSTANTI-1-
,ý" CONTINUE

(1OTO 730

,,90 CONTINUE

LD)7f0I=l.T1'RED.Ii
DO 690 J -,M +H IM + DMAX)

CONSTANTM = CONCTANTM + S(I.J)*PHI(KY.fKLU-IN.4Jj
6590 CONTINUE
ý00 CONITNUE

DO 720 1-1. TIPRED
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JO) LoJ= i r"PRED

DIOPHlTPREDKY I -iKl.U-ý i*TPRED = "•- -

" " CUNTINI: E
D!(.PHTPRED*tKY- -L KM"TRED -1!

S JIOPHTPRED*,KY -I.KM1TPRED-; NSTANT'-
"C 'ONTINUE

"z) RE'ETURN
EN D

.. . . .. . . . .. . . . .. . ........... .................. ....................

C -- - - - --

C-

C TABL BRUCE: MIMO2 EFFECTIVE iO 2Q Q2
c
( - - - - - - - - - - - - - - - - - - - - - - - - ---- - -.. . . . . . . . . .. . . . . . . . . . . . . . . .. . .. . . . . .

SUBROUTINE TABLAU

INCLUDE {FINN. MIMOOICONLMON.MU.IMO-

iNTEGER KY. KU, M. N. T, TAG

T = TPRED
TAG = I

N KN
NI = KLM

i00 lER = 1

rDO $10 I'IHD4
DO 805= i.HD5

A1I.1) = 0.0
805 CONTINUE

Bi1) = 0
BORIGfI) = 0
D{I) 0 0
W(1) = 0o

810 CONTINUE

DO 813 I=I.HDS
Cd0 = 0.0

915 CONTINUE

DO 830 KU= i.M
A4iKU-h*T- l.(KU-H*2*T-IJ= 1 0
uKU- I iT. 1 •KU-I [**T= T+ = -•1.0
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C Kt. *:*~ -iSTEPKU LK

C~ KL- '' K-7 .iST!PU t

i- KU. l-T~-T-;-

* STEPiKL)

'~~K T -7-i-?K

C' :*MT--'-N*T- KU-],:*Zr.-1 L

830 CONTINUE

DO S45 KY = 1,N
DO 94(i = T

-kt 1Z'SlT- KY- 1,T.-T-J = TAG-DIOPH, KY 1,T-d I
A LIN*T-- Y-1)'*T T J =-TAGWOMOP(KY. i iT -J- 1

-V1.4-MT-Z*NT-KY.I*:TT.-J, *DlOPHtKY-i*T-1 ii

S35 CONTINU E
C,.*M*T-.KY-ji 2T-Ji TAG6YLOKY) -

C 'IJT- KY- :I2T-T-Ji = TAG'#-YHI(KYJ
DIOPlHtKY.iI*T-J.N1*T-i

-A(%MT-.-KY-li 2 T-T-.4*kMT-2.N4*T=.KY 1*2'T-S1= -1,)

A(%=(Y.2C..T-J.4*M*T.2*N"T-IKY1)-W2T...Ty, -1 0
A(4M'T+2NY-T=*KY-1.4*M*T-f).. ST-(KYIC)2TT) -1

C(4*M-T2-42N*T-KY-I r2T~-T-I) = -SETIKY)
DlOPH(aKY-ln*T-.-I.*T~- I

-\(?.*7-fKY-1 i2*T-JNT-J4'*NT-4'*T-Kyl i2,T-T-J= 1 0
C1IlT+4*N*)'2T-4KY-l*2*T-J)- .. KY 0-0---=

C(4*MT-4*14*T.-KY-I)*2*rT-T) -0 0
840 CQNTLN1E
S45 CONT11NUE

DO 8501F= I.T
Di I) = 0000001

950 CONTINUE~

DO 851 1=-T" .l2.T
D=l - C000001

851 CON-TDNup

DO 852i=,2T-).-l3*T
D(T) - 0 00000

852 CONTINUE

DO08S31-3*T- I .41T
Dih- -0 00000 1

853 CONTU'.1JE

DO 854 =4*T= 1).

Dii; - -)000001
854 CONT1INWE

DO 855 1-IZN*
D(14-MT1 = 1.0
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s55 CONTINUE

C
"C -WD EXTRA ARTIFICIAL AVRIABLES FOR PHASE I OF TiHE
" sIMPLF-X ROUTINE. IPt]NIMIZE THE SUM OF THESE NEIA
" vARIABLES TO OBTAIN A BASIC FEASIBLE SOLUTION IF
"" THE OBJECTIVE FUNCTION IS GREATER THAN ZERO T•HEN
"C NO FEASIBLE SOLUTION EXISTS
C

DO 860 1 = I.NI*T-:"N T
.Vt.4,MkT-t-N.T- Ik ,
C,,*M*T-b-N*T-h = i -E03

Bib = 4.%MIT-!,NT-I
S60 CONTINUE

MCON = MT-:N'T
NVAR = 5M'T-8*N*T

CALL SIMPLEX

DO 875 1= 1. MCON
DO 870 1 = i.MCON

IF IB ').EQ.BORJG(If THEN
IF (DO.)GT. 1. OE-09) THEN

IER = 100
PRINT*
PRINT865. IER

865 FORMAT(' ,ERROR '16.': No fesible soluuonj I
ENDIF

ENDIF
870 CONTINUE
975 CONTINUE

IF fIER.NE.0) THEN
IF (TAG.EQ.0) THEN

DO 878 KU= IM
UNEW(KU) - UtKU.2)

378 CONTINUE
GO'PO 990

ENDIF
TAG = 0
GOTO 900

ENDIF

DO 885 KU= I.M
DO 880 1- I.T

UPRED(KU.I) = WuKU-I)*Tih
880 CONTINUE

UNEW(KU) - WfIKU-I)T+I)
885 CONTINUE

PRINTO
PRINT'. OBJ. (UNEW(KU'). KU= I.M )

390 CONTINUE

Do 894 1 = 1.HD3
DO 892 J= I.HD3

DIOPH(IJ) = 0.0

392 CONTINUE
894 CONTINUE

RETURN
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EN D

c

C SIMPLE-X.NMOZ EFFECTIVE S. 16 89
C

C --------------. - .- .---- .-.-.------- .-- .--- .I ..-.-------- _ _ ------- .-- .--

SUBROUTINE SIMPLEN

INCLUDE -[FINN MMO WICOSIXON. flMO'

DOUBLE PRECISION KI0N. RMAX. AHAT. EPSI. EPS2
INTEGER K. R. NMULTP. NMULTD

EPSI - I.OE-08
EPS2 = I.OE-04

DO 900 I= IMCON
BORI1G = 8(1)

900 CONTINUE

DO 910 1=I.NVAR
A(MCON+ I.I) 0.0
DO 905 J1 I.MCON

A(MCON+ 1.1) = A(MCON+ I.1)+C(BORICA))*A(J.1)
905 CONTINUE

A(MCON+I,fl) = A(MCON-+4-1I)-C(1)
010 CONTINUE

D(MCON+ 1) - 0.0
DO 915 J-•I.MCON

D(MCON+I) - DMCON+I)+C(BORIG'(•))D(l)
915 CONTINUE

NMULTD = 0
NMULTP - 0

920 KAIN = -EPS2
K =0
DO 925 1= I.NVAR

IF (A(MCON+ I .D.LT.KMIN) ThEN
KMIIN - A(MCON--I.r)
K=I

ENDIF
925 CONTINUE

IF (K.EQ.0) GOTO 960
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RMAX = I OE30

DO Q35 I= [.,%CON
IF ((AýI.KL.GT.EPSfl AND~iDdi Afl.Kij LT.lRMAAV

.7 HEN
RtA-X = D4Il AiL.K)

ELSEIF (Ad.Kj GT.EPSI.A.NDAiiDd) AlI.Kj EQ.RM1AA
Tl HEN

DO 030 1= I.NV AR
I F ((A t .J A 1. K ii. GT. iA iR. 1). A, R, KmH t)TO Q 35
I F iI AlI. JhAti1.K)),EQ.tA R. J Ai R. KmGOTO Q 3Q
RMAX = Dd i AtI.K j

GOTO 0335

,)O CONTINUE
ENDIF

035 CONTINUE

IF (R.EQ.0) THEN
IER = 101
PRINT*
PRINT94O. IER

940 FORM.AT ' .'ERROR 16.': The soiuuon Lý unbounded')
GOTO, 960

EN DIF

DO0950I= i.MCON-'-I
IF 0. EQ. R) GOTO 950
AHAT = A(I.K)/A(R.K)
IF (DABS(A.HAT).LT.EPSi A14AT =0.0
D(I) = D(I-)-(R)"AHAT
IF (DABSD(l)h). LT. EPS 1) Dd) =0.0
DO 945 1-=i.NVAXt

AIIJ) = A(I.J)-(A(R.J)*AHAT)
IF (DAflS(A(I.J)l.LT.EPS1) A(I.j) = 0.0

945 CONTINUE
950 CONTINUE

Ai{AT =MRSK)
DO 955 1 = ,NVAR

A(RJ) = A(R.J)/AHAT
IF DABSSA(R.J)).LT.EP`SI) AR.1) = 03.0

955 CONTINUE
D(R = D(R;AHAT
I F 4DAR(D(R) i -LT EPS ID(R) 0 0.

3(R) =K

GOTO 920

960 CONTINUE

C----

OB) - DfMCON+h)

DO 970 1 - .MCON
=a 0,0

DO 9%5 1-l1.MCON
W(I) = W(l) + C(B(iY)*Ad.BORIG~fl)

985 CONTINUE
070 CONTINUE

C - ----- ---- - -------------.------ ------------- ----

C DO 990 1-I1.MCON
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C IF tD.ABSSD4)i.GT EPSI)GOTO Q80
C DO 0 'S K= I.NVAR
C DO 0 '65 = I.MCON
C F K EQ.94J)i GOTO Q'S
C !F KEO.BOPJG'Jji GOTO q-8
C Q-6 CONTINUE
C !F -D.-kBS(Ad.K3i.LT EPSI jGOTO Q'S
C -kHAT = AiMCON-I.K.,AI.K,
C DO 0'4J=I.NVAR
C IF AIAMCON1- IJ)-4AHAT.AdLm))).LT,-EPSI
C 4 GOTO Q98
C 974 CONTINUE
C NMULTD = NMULTD - I
C PRINT*
C PRINT972. NU•fLTD. I. Rif. K
C 0,2 FORMAT(' 14ulple Duad Solutons .414
C q78 CONTINUE
C 980 CONTINUE
C
C Do 9901=-i.NVAR
C DO 985 J= I ,MCON
C IF 1. EQ.B(80) GOTO "90
C 985 CONTINUE
C IF (DABS(NMCON1.,II)).GT.EPSI)GOTO 990
C NMULTP = NMULTP + I
C PRINT*
C PRINT998. NMULTP. I
C 988 FORMAT( '.'Multiple PrimW Solutions'. 214
C 990 CONTINUE

RETURN

END

C ----... ...............-- -----------...............................

C----------- -6----- ---------------
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APPENDIX B. PARLAMNETRIC STUTDIES
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